TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

171CBU78090

Unity M1 procesor - RS232/485 - USB - I/O bus

Dopunske informacije

Osnovne informacije

Grupa proizvoda Modicon Momentum platforma za automatizaciju

Tip proizvoda ili Procesor
komponente
Integrisani tip USB port
povezivanja

Koncept Transparent Ready klasa B
Veb servisi Pocetna stranica

Svojstva

Status CPU-a
Namena softvera Unity Pro

Komunikacioni servis

Modbus komunikacija 100 reci, 200 I/O poruka u sekundi

Ime procesora Spear 320s
Duzina reCi 32 bit
Ograni¢enje napona napajanja 4,75...5,25V
Frekvencija sata 333 MHz

Topologija

Multidrop Modbus

Protokol komunikacionog porta

Modbus RS485/RS232 - 1 RJ45 19200 bps - 2-Zi¢ni

Nacin pristupa

Upravljacki parametri

Master/slave
CRC-16 za Modbus

Adresiranje

1...247 Modbus

Stanje otkaza

Opis memorije

Sigurnosni I/0 nacin rada

Programska memorija IEC 3584 kB
Programska memorija LL984 3584 kB

Registri rec€i 26048

I/o kapacitet procesora 2048 ulaza/2048 izlaza
Broj uredaja 32 Modbus

Tacno vreme za 1 k instrukcija 83 ns

Lokalna signalizacija

1 LED (green) for processor running (RUN)

Greska procesora ili sistema (ERR): 1 LED (crvena)
1/O greSka modula (1/0O): 1 LED (crvena)

Kanal 0 u radu (CHO): 1 LED (zuta)

Kanal 1 u radu (CH1): 1 LED (zuta)

Oznacavanje CE

Potrosnja struje 500 mA pri5V DC

Format modula Standardni

Montaza proizvoda 35 mm simetri¢na DIN Sina
Visina 60,6 mm

Sirina 144 mm

Dubina 53,47 mm

Masa proizvoda 0,159 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Materijal

Dielektri¢na snaga

Leksan

0V neizolovano RS485/RS232
5000 V tokom 1 minuta RS485

Sertifikacija proizvoda

C-Tick
FM

Standardi EN/IEC 61131-2
CSA C22.2 No 142
UL 508

Ip stepen zastite 1P20

Otpornost na udare

15 gn tokom 11 milisekundi sinusoidne vibracije

Otpornost na elektrostaticko praznjenje

6 KV na kontaktu u skladu sa EN/IEC 61131-2 zone B
6 KV na kontaktu u skladu sa IACS E10
8 kV on air conforming to EN/IEC 61000-4-2

Otpornost na elektromagnetna polja

15 V/m 80...2700 MHz u skladu sa EN/IEC 61000-4-3

Temperatura okoline za rad uredaja 0...60 °C
Temperatura okoline za skladistenje -40...85 °C
Relativna vlaznost 5...96 %
Nadmorska visina za rad <=2000 m
Pakovanje

Pakovanje 1 tezina 240g
Pakovanje 2 tezina 2,4 kg

Odrzivost ponude
Status odrzive ponude

Green Premium proizvod

Propis REACh &7

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHS) B’

Bez Zive Da

Informacije o RoHS izuzecima 7]

RoHS regulativa za Kinu 7

Izjava o zastiti okolisa 7y

Profil cirkularnosti &

WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=326636480&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=326636480&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=326636480&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=326636480&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1309045EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1309045EN

