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Tehni¢ke karakteristike 48211

proizvoda motorni pogon - MCH - 100..130 V AC
Karakteristike

Dopunske informacije

Osnovne informacije

Kratko ime uredaja

Motorni pogon MCH

Tip proizvoda ili
komponente

Motorni pogon MCH

Primena uredaja

Navijanje automatske opruge

Kompatibilnost grupe
proizvoda

Masterpact NW prekidac

Tip upravljanja

Napon upravljackog
kola

Motorni mehanizam
100...130 V AC 50/60 Hz

Circuit breaker
mounting mode

Fiksno

Maksimalno vreme punjenja

4 sekundi

Maksimalna potrosnja u va

180 VA

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

i3

EU RoHS direktiva

Usaglaseno 7

Bez zive Da
Informacije o RoHS izuzecima i)
RoHS regulativa za Kinu i

Izjava o zastiti okolisa

i

Ugovorna garancija

Garancija

18 meseci

Dec 7, 2020

Lifels®n | Schneider
PElectric

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvrsi primerenu i sveobuhvatnu analizu rizika, procenu i proveru proizvoda u pogledu odgovarajuce specificne primene ili na¢ina kori¢enja.

Dokumentacija nije namenjena da bude zamena za niti se moZe koristiti za odredivanje prikladnosti i pouzdanosti proizvoda za specifiénu krajnju primenu.
Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=844074&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=844074&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=844074&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=844074&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP050908EN

