EDELMAKS

Tehnicke karakteristike 48322

proizvoda prekida¢ Masterpact NW40H1 - 4000 A - 3P -
Karakteristike izvlaCivi - bez zastitne jedinice

Osnovne informacije

Grupa proizvoda Masterpact NW
Tip proizvoda ili Osnovni ram
komponente
Kratko ime uredaja Masterpact NW40
Ime prekidaca Masterpact NW40H1
Broj polova 3P
Tip mreze AC
Kod prekidne moci HA1
Pogodno za izolaciju Yes conforming to IEC 60947-2
Kategorija upotrebe Kategorija B )
E
Dopunske informacije %
Mrezna frekvencija 50/60 Hz =
Tip upravljanja Taster é
Nacin montiranja Izvlacivo ;?
[in] nazivna struja 4000 A at40 °C “%
8
[ui] nazivni napon izolacije 1000 V AC 50/60 Hz conforming to IEC 60947-2 §
[uimp] nazivni podnosivi impulsni napon 12 kV conforming to IEC 60947-2 §
g
[icm] nazivna kratkospojna moc¢ ukljucenja 143 KA 525 V AC pri 50/60 Hz _§7
143 kA 690 V AC pri 50/60 Hz S
[ue] nazivni napon 690 V AC 50/60 Hz conforming to IEC 60947-2 %
Ct veli€ina prekidaca 4000 A %
Prekidna mo¢ 65 KA Icu at 525 V AC 50/60 Hz conforming to IEC 60947-2 é
65 KA Icu pri 690 V AC 50/60 Hz u skladu sa IEC 60947-2 g
65 KA Icu pri 440 V AC 50/60 Hz u skladu sa IEC 60947-2 3
65 KA Icu pri 220...240 V AC 50/60 Hz u skladu sa IEC 60947-2 g
65 KA Icu pri 380...415 V AC 50/60 Hz u skladu sa IEC 60947-2 3
[ics] servisna prekidna moé 65 KA pri 525 V AC 50/60 Hz u skladu sa IEC 60947-2 g
65 kA pri 690 V AC 50/60 Hz u skladu sa IEC 60947-2 =
Tip zastite Bez zastite
Mehanicka trajnost 10000 Ciklusa bez odrzavanja u skladu sa IEC 60947-2
20000 ciklusa sa odrzavanjem u skladu sa IEC 60947-2
Elektri¢na trajnost AC-3: 6000 ciklusa 440/690 V AC 50/60 Hz bez odrzavanja u skladu sa IEC
60947-2

2500 Ciklusa 690 V AC 50/60 Hz bez odrzavanja u skladu sa IEC 60947-2
5000 Ciklusa 440 V AC 50/60 Hz bez odrZavanja u skladu sa IEC 60947-2
AC-23A: 2500 ciklusa 690 V AC 50/60 Hz bez odrZavanja u skladu sa IEC

iocg-;g: 5000 ciklusa 440 V AC 50/60 Hz bez odrzavanja u skladu sa IEC
60947-2

Povezivanje 150 mm

[icw] kratkotrajna podnosiva struja kratkog spoja 65 KA 1 s u skladu sa IEC 60947-2
65 kA 3 s u skladu sa IEC 60947-2

Maksimalno vreme prekidanja 25 milisekundi

Maksimalno odzivno vreme zatvaranja 70 milisekundi

Visina 439 mm

Sirina 441 mm

Dubina 394,5 mm

Dokumentacija nije namenjena da bude zamena za niti se moZe koristiti za odredivanje prikladnosti i pouzdanosti proizvoda za specifiénu krajnju primenu.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi
Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Standardi

Sertifikacija proizvoda

IEC 60947-2
ASTA

Stepen zaprljanosti

4 conforming to IEC 60664-1

Temperatura okoline za rad uredaja

-25...70 °C

Temperatura okoline za skladistenje

-40...85°C

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

e

EU RoHS direktiva

Usaglaseno Er

Bez Zive Da

Informacije o RoHS izuzecima 7

RoHS regulativa za Kinu 7]

Izjava o zastiti okolisa 7

WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specifiénim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Bez PVC Da

Ugovorna garancija

Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=844272&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=844272&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=844272&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=844272&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1512018EN

