TehniCke karakteristike

proizvoda
Karakteristike

50440

EDELMAKS

zatvoreni torus za diferencijalnu zastitu MA - &

120 mm
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FEl

ispiolf

Dopunske informacije

?)

Osnovne informacije

Grupa proizvoda

Kratko ime uredaja

Vigirex
MA120

Tip proizvoda ili
komponente

Senzor struje curenja

Primena uredaja

Nadzor opreme i upravljanje

Kompatibilnost grupe
proizvoda

[ie] nazivna struja

Vigirex RH utiéni relej

250 A

Current sensor type

A tip zatvoreni torus

Tip mreze DC

AC
Mrezna frekvencija 45...440 Hz
[ui] nazivni napon izolacije 1000 V
Prenosni odnos transformatora 1/1000

[icw] kratkotrajna podnosiva struja kratkog spoja

100kAza05s

Podnosiva diferencijalna struja kratkog spoja

Kategorija prenapona

85 kA /0.5 s u skladu sa IEC 60947-2

\Y

[uimp] nazivni napon impulsa

12 kV

Nacin montaze

Fiksno (kablovi)
Fiksno (ravna ploca)

Fiksno (metalna profilisana plo¢a)

Fiksno (plo¢a sa izrezima)

Clip-on (DIN rail)

Toplotna vrednost

Povezivanje - prikljucci

3.89 MJ

Priklju¢ak na zavrtanj 0,22 mm?

Precnik

120 mm inner:

Spoljasnji precnik kabla

60 mm: 240 mm? (maksimum)

Masa proizvoda 0,59 kg
Visina 164 mm
Sirina 190 mm
Dubina 44 mm
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Ip stepen zastite Prikljucci: IP20
IP30

IzloZenost toploj vlazi kada uredaj nije u radu (25...55 °C, RH 95 %) : 28 ciklusa u
skladu sa IEC 60068-2-30

Slana magla: Kb/2 u skladu sa IEC 60068-2-52

Izlozenost toploj vlazi u radu: kategorija C2: 48 ¢asova u skladu sa IEC

Karakteristike okruzenja

60068-2-56
Stepen zaprljanosti Nivo 3 u skladu sa IEC 60664-1
Temperatura okoline za rad uredaja -35...70 °C
Temperatura okoline za skladistenje -55...85 °C
Pakovanje
Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 538 ¢
Pakovanje 1 visina 5,1 cm
Pakovanje 1 Sirina 17,6 cm
Pakovanje 1 duzina 20,2 cm
Pakovanije 2 tezina 14,572 kg
Pakovanje 3 tezina 70,288 kg

Odrzivost ponude

Status odrzive ponude
Propis REACh

Green Premium proizvod

i

EU RoHS direktiva

Usaglaseno Er

Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okoliSa &
Profil cirkularnosti &

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u

kontejnere za otpatke.

Ugovorna garancija

Garancija 18 meseci
2 Lifels On Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=845352&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=845352&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=845352&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=845352&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP060201EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI110101

