TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

96505
relej diferencijalne zastite RH197P - 0.03..30 A
-0.45s-130V

Dopunske informacije

Osnovne informacije

Grupa proizvoda Vigirex

Grupa proizvoda Vigirex

Kratko ime uredaja RH197P

Tip proizvoda ili Relej diferencijalne zastite
komponente

Current sensors TOA senzor struje curenja
compatibility A senzor struje curenja

L senzor struje curenja

Upotreba releja Relej diferencijalne zastite

Monitored distribution system

1000 V - AC pri 50/60 Hz (maksimalno)
1000 V - AC pri 400 Hz (maksimalno)

Sistem uzemljenja TN-S
IT
TT
[us] nazivni napon napajanja 48 V AC 50/60 Hz
24..130VDC
Potrosnja 4 VA
Tip merenja Interno merenje struje zemljospoja, opseg: 80...100 %
Vreme osvezavanja 05s
Prag alarma 0.5

PodeSavanije tipa kasnjenja prorade diferencijalne
zastite

Trenutna 0,03 A
Adjustable 7 settings 0.03...30 A0...4.5s

Sastav signalnih kontakata

1NO

Test funkcija

Lokalno
Daljinsko testiranje

Nadzor

Electronics (watchdog)
Napajanje (stalna)
Releja/veze senzora (stalna)

[ithe] dozvoljena termicka struja u ormanu 8A

Minimalno opterecenje 10 mA pri12V
Dimenzije izreza 68 x 68 mm
Masa proizvoda 0,3 kg

Ip stepen zastite

IP40 na prednjem delu: u skladu sa EN/IEC 60529
IP30 na stranama: u skladu sa EN/IEC 60529
IP20 na prikljucima: u skladu sa EN/IEC 60529

Ik stepen zastite

IKO7 conforming to EN 50102

Mehanicka robusnost

Otpornost na vatru u skladu sa IEC 60695-2-1
IK zastita 2 dzula: IKO7 u skladu sa EN 50102
Vibracije 13.2...100 Hz: 0.7 g

Vibracije 2...13.2 Hz: +/- 1 mm

Klasa diferencijalne zastite Klasa AC
Klasa A
Kategorija prenapona \

Zastita podeSavanja

Nosadi za montazu

Zasti¢eno zaptivenim poklopcem

Panel
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Visina 72 mm
Sirina 72 mm
Dubina 92 mm

Povezivanje - prikljucci

Pomoc¢no napajanje: priklju¢ni blok kabl(ovi) 0,2...2,5 mm? fleksibilni AWG
24..AWG 12

Pomoc¢no napajanje: priklju¢ni blok kabl(ovi) 0,2...2,5 mm? kruti AWG 24... AWG
12

Pomoc¢no napajanje: priklju¢ni blok kabl(ovi) 0,25...2,5 mm? fleksibilni AWG
24..AWG 12

Greska: prikljuéni blok kabl(ovi) 0,2...2,5 mm? fleksibilni AWG 24...AWG 12
Greska: prikljuéni blok kabl(ovi) 0,2...2,5 mm? kruti AWG 24... AWG 12

Greska: prikljuéni blok kabl(ovi) 0,25...2,5 mm? fleksibilni AWG 24...AWG 12
Test relej i reset greske: prikljuéni blok kabl(ovi) 0,2...2,5 mm? fleksibilni AWG
24..AWG 12

Test relej i reset greske: prikljuéni blok kabl(ovi) 0,2...2,5 mm? kruti AWG
24..AWG 12

Test relej i reset greske: prikljuéni blok kabl(ovi) 0,25...2,5 mm? fleksibilni AWG
24..AWG 12

Senzor: prikljuéni blok kabl(ovi) 0,2...2,5 mm? fleksibilni AWG 24...AWG 12
Senzor: prikljuéni blok kabl(ovi) 0,2...2,5 mm? kruti AWG 24...AWG 12

Senzor: prikljuéni blok kabl(ovi) 0,25...2,5 mm? fleksibilni AWG 24...AWG 12
Prisustvo napona: priklju¢ni blok kabl(ovi) 0,2...2,5 mm? fleksibilni AWG
24..AWG 12

Prisustvo napona: priklju¢ni blok kabl(ovi) 0,2...2,5 mm? kruti AWG 24...AWG 12
Prisustvo napona: priklju¢ni blok kabl(ovi) 0,25...2,5 mm? fleksibilni AWG
24..AWG 12

Duzina ogoljenog dela zice

Moment pritezanja

Pomoc¢no napajanje: 7 mm
Greska: 7 mm

Test relej i reset greSke: 7 mm
Senzor: 7 mm

Prisustvo napona: 7 mm

Pomo¢no napajanje: 0,6 N.m
Greska: 0,6 N.m

Test relej i reset greSke: 0,6 N.m
Senzor: 0,6 N.m

Prisustvo napona: 0,6 N.m

Okruzenje

Temperatura okoline za rad uredaja

-25...55°C

Temperatura okoline za skladiStenje

Relativna vlaznost

-40...85°C
95 % at 55 °C

Stepen zaprljanosti

3 u skladu sa IEC 60664-1

Elektromagnetna kompatibilnost

Emisije vezane sa vodovima i zracenjem: B u skladu sa CISPR 11

Test otpornosti emisije vezane sa vodovima: 3 u skladu sa IEC 61000-4-6

Test otpornosti elektrostatickog praznjenja: 4 u skladu sa IEC 61000-4-2
Visokoenergetska osetljivost na emisije vezane sa vodovima: 4 u skladu sa IEC
61000-4-5

Niskoenergetska osetljivost na emisije vezane sa vodovima: 4 u skladu sa IEC
61000-4-4

Osetljivost na emisije vezane sa zra¢enjem: 3 u skladu sa IEC 61000-4-3

Klasa zastite protiv elektricnog udara Klasa Il
Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 261g
Pakovanje 1 visina 8,5¢cm
Pakovanje 1 Sirina 9cm
Pakovanje 1 duzina 10 cm
Pakovanije 2 tezina 6,751 kg
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Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 2
EU RoHS direktiva Usaglageno i)
Bez Zive Da
Informacije o RoHS izuzecima 2
RoHS regulativa za Kinu i)
Izjava o zastiti okolisa 7Y
Profil cirkularnosti i

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specifi€nim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija

Garancija

18 meseci

Lifels®n | Schneider
LPElectric


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=845628&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=845628&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=845628&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=845628&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP060202EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI100416

