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Tehnicke karakteristike 82783

proizvoda Isoblock uti¢nica sa blokadom- 63 A - 3P + N +
Karakteristike E -380..415 V AC - IP65 -nadzidna

Osnovne informacije

Grupa proizvoda PratiKa
Tip proizvoda ili Blokada uti¢nice
komponente
Kratko ime uredaja Isoblock uti¢nica
Kategorija prikljucnice i Niskonaponska
utikaca
Tip industrijske B32/63
prikljuénice
! . Broj polova 3P+N+E
b = Tip mreze AC
Standard utinice Industrijski
Dopunske informacije
Nacin montiranja Nadzidno
[in] nazivna struja 63 A
[ue] nazivni napon 380...415V
Mrezna frekvencija 50/60 Hz
Pozicija kontakta uzemljenja u smeru kazaljke na 6h
satu
Tip zastite Bez zastite

Kompatibilnost proizvoda

Ukupan broj 18 mm modula

Modularni uredaj
6

Materijal utikaca, utiCnice

Housing: self-extinguishing engineering polymer

Materijal kontakta

Sleeves: nickel plated brass

Povezivanje - prikljucci

Maksimalni poprecni presek kabla

Neodvojivi zavrtnji

35 mm?

Maksimalni spoljasnji precnik kabla

25 mm

Kablovski uvod

Kablovska uvodnica

Tip navoja Pg 29

Masa proizvoda 2,426 kg
Dimenzija baze 144 x 389 mm
Visina 389 mm

Sirina 144 mm

Dubina 147 mm

Boja Grey (RAL 7035)
Boja poklopca Crvena
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Standardi

Ip stepen zastite

IEC 60309-1
IEC 60309-2

IP65 u skladu sa IEC 60529

Ik stepen zastite

IK10 conforming to EN 62262

Otpornost na vatru

850 °C conforming to IEC 60695-2-11

Relativna vlaznost

50 % at 40 °C
70 % at 30 °C
90 % at 20 °C

Temperatura okoline za rad 35°C (86400s)
-25...40°C

Pakovanje

Pakovanje 1 tezina 2,422 kg

Pakovanje 2 tezina 41,064 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

e

EU RoHS direktiva

Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU

RoHs) &'
Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu &7
Izjava o zastiti okolisa 7
Ugovorna garancija
Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=829206&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=829206&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=829206&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=829206&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP050918EN_V2

