TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

A9A26946

naponski okida¢ - iIMX+OF - zastitna jedinica -

220..415 VAC

Osnovne informacije

Range of product Acti 9
Tip proizvoda ili Naponski okida¢ sa OC kontaktom
V — komponente
T Kratko ime uredaja IMX+OF
Signalni kontakt 1C/IO
[ie] nazivna struja AC-12: 3 Apri415V AC 50 Hz
AC-12: 6 A pri 100 V AC 50 Hz
AC-12: 6 A pri 230 V AC 50 Hz
P w DC-12: 1 Apri 110V DC
pap— DC-12: 1 Apri 130 V DC
vA P
Napon upravljackog 100...415 V AC 50/60 Hz
kola 110...130 V DC
9 mm redovi 2
Dopunske informacije
Kompatibilnost grupe proizvoda Acti 9iC65
Acti 9 ARA
Acti 9 iDPN Vigi
Acti 9ilD
Acti 9 iISW-NA
Acti 9 RCA

Lokalna signalizacija

Acti 9 iDPN (kineska verzija)
Acti 9 iC60 prekida¢ sa dvostrukim priklju¢kom
Acti 9 iC40

Indikator akcije

Nacin montiranja

Sistemom na klik

Nosaci za montazu DIN Sina
Sirina 18 mm
Boja Bela

Povezivanje - prikljucci

Vijéani priklju¢ak - 2 kabl(ovi) 2,5 mm? - fleksibilni sa
Vijéani priklju¢ak - 1 kabl(ovi) 6 mm? - kruti

Vijéani priklju¢ak - 2 kabl(ovi) 2,5 mm? - kruti

Vijéani priklju¢ak - 1 kabl(ovi) 4 mm? - fleksibilni

Moment pritezanja

1TN.m

Kompatibilnost

IMX+OF

Okruzenje

Standardi

EN/IEC 60947-5-1

Tropikalizacija

2 u skladu sa EN/IEC 60947-5-1

Relativna vlaznost

95 % pri 55 °C

Temperatura okoline za rad uredaja

-25...50 °C

Temperatura okoline za skladistenje

-40...85 °C
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 789
Pakovanije 1 visina 3cm
Pakovanije 1 Sirina 8cm
Pakovanje 1 duzina 9,5¢cm
Pakovanje 2 tezina 683 g
Pakovanje 3 tezina 6,637 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

B

REACh bez SVHC

Da

EU RoHS direktiva

Usaglaseno B

Bez toksicnih teskih metala Da
Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okolisa &

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u

kontejnere za otpatke.

Ugovorna garancija

Garancija

18 meseci

Lifels On | Schneider
LElectric


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=13671264&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13671264&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13671264&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=13671264&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1305024

