
In
fo

rm
ac

ije
 n

av
ed

en
e 

u 
ov

oj
 d

ok
um

en
ta

ci
ji 

pr
ed

st
av

lja
ju

 o
pš

ti 
op

is
 o

dn
os

no
 te

hn
ič

ke
 k

ar
ak

te
ris

tik
e 

pe
rfo

rm
an

si
 p

ro
iz

vo
da

.
D

ok
um

en
ta

ci
ja

 n
ije

 n
am

en
je

na
 d

a 
bu

de
 z

am
en

a 
za

 n
iti

 s
e 

m
ož

e 
ko

ris
tit

i z
a 

od
re

đi
va

nj
e 

pr
ik

la
dn

os
ti 

i p
ou

zd
an

os
ti 

pr
oi

zv
od

a 
za

 s
pe

ci
fič

nu
 k

ra
jn

ju
 p

rim
en

u.
D

už
no

st
 je

 k
or

is
ni

ka
 o

dn
os

no
 in

te
gr

at
or

a 
da

 iz
vr

ši
 p

rim
er

en
u 

i s
ve

ob
uh

va
tn

u 
an

al
iz

u 
riz

ik
a,

 p
ro

ce
nu

 i 
pr

ov
er

u 
pr

oi
zv

od
a 

u 
po

gl
ed

u 
od

go
va

ra
ju

će
 s

pe
ci

fič
ne

 p
rim

en
e 

ili 
na

či
na

 k
or

iš
će

nj
a.

N
i S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
ni

 n
je

go
va

 p
ov

ez
an

a 
ili 

za
vi

sn
a 

dr
uš

tv
a 

ne
će

 s
no

si
ti 

od
go

vo
rn

os
t z

a 
zl

ou
po

tre
bu

 o
vd

en
av

ed
en

ih
 in

fo
rm

ac
ija

.

Dec 7, 2020
1

Tehničke karakteristike
proizvoda
Karakteristike

A9E18032
Acti9 iPB 1NO jednostruki taster sivi

Osnovne informacije
Range of product Acti 9
Ime proizvoda Acti 9 iPB
Tip proizvoda ili
komponente

Taster

Kratko ime uređaja IPB
Standardi IEC 60947-5-1

IEC 60669-1

Dopunske informacije
Tip kontakata i sastav 1 NO
[ie] nazivna struja 20 A
[ue] nazivni napon 250 V AC
Način upravljanja 1 taster siva
Način montiranja Fiksno
Nosači za montažu 35 mm simetrična DIN šina
Razvodni blok češljaste sabirnice Gornji: Clario

Gornji: Librio
Upside: ProDis

9 mm redovi 2
Visina 82 mm
Širina 18 mm
Dubina 71 mm
Boja Bela
Električna trajnost AC-22: 30000 ciklusa AC 50/60 Hz
Povezivanje - priključci Veći tunelski priključak1 kabl(ovi) 0,5 mm² kruti

Veći tunelski priključak1 kabl(ovi) 0,5 mm² fleksibilni
Veći tunelski priključak1 kabl(ovi) 0,5 mm² fleksibilni sa kablovskim završetkom
Veći tunelski priključak2 kabl(ovi) 2,5 mm² kruti
Veći tunelski priključak2 kabl(ovi) 2,5 mm² fleksibilni
Veći tunelski priključak2 kabl(ovi) 2,5 mm² fleksibilni sa kablovskim završetkom

Dužina ogoljenog dela žice 9 mm
Moment pritezanja 1 N.m

Okruženje
Tropikalizacija 2
Relativna vlažnost 95 % at 55 °C
Temperatura okoline za rad uređaja -35…70 °C
Temperatura okoline za skladištenje -40…80 °C

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Pakovanje
Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 težina 38,833 g
Pakovanje 1 visina 1,8 cm
Pakovanje 1 širina 7,2 cm
Pakovanje 1 dužina 9 cm
Pakovanje 2 težina 523,164 g
Pakovanje 3 težina 5,129 kg

Održivost ponude
Status održive ponude Green Premium proizvod
Propis REACh REACh Deklaracija
REACh bez SVHC Da
EU RoHS direktiva Usaglašeno EU RoHS Deklaracija
Bez toksičnih teških metala Da
Bez žive Da
Informacije o RoHS izuzecima Da
RoHS regulativa za Kinu RoHS Deklaracija Za Kinu
Izjava o zaštiti okoliša Profil Ekološke Prihvatljivosti Proizvoda
WEEE Ovaj proizvod je na tržištima Evropske unije neophodno odložiti u skladu sa

specifičnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija
Garancija 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=13671338&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13671338&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13671338&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=13671338&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110301EN

