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Tehnicke karakteristike A9F83170

proizvoda iC60H - automatski prekida¢ - 1P - 0.5A - B
Karakteristike kriva

Osnovne informacije

. Q Primena uredaja Razvod elektricne energije
Grupa proizvoda Acti 9
or e Ime proizvoda Acti 9iC60
s Tip proizvoda ili Minijaturni prekidac
komponente
‘ ;7 Kratko ime uredaja IC60H
Broj polova 1P
' ) Broj zasticenih polova 1
: [in] nazivna struja 05A
& @ Tip mreze AC
DC
Tehnologija zastitne Termomagnetna
jedinice
Kod krive B
Prekidna moé 10000 A Icn at 230 V AC 50/60 Hz conforming to

EN/IEC 60898-1
15 KA Icu at 60...72 V DC conforming to EN/IEC
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60947-2 38

20 KA lcu at 12...60 V DC conforming to EN/IEC 2%
60947-2 8o
70 KA Icu pri 12...60 V AC 50/60 Hz u skladu sa EN/ £5%
IEC 60947-2 =35
70 KA lcu pri 220...240 V AC 50/60 Hz u skladu sa ] §,§
EN/IEC 60947-2 “2’_ °5
70 KA lcu pri 100...133 V AC 50/60 Hz u skladu sa 3 ks
EN/IEC 60947-2 3 g8
@ Bl
Kategorija upotrebe Kategorija A u skladu sa EN 60947-2 §§§ °
Kategorija A u skladu sa IEC 60947-2 SEx3
sg°g
Pogodno za izolaciju Yes conforming to EN 60898-1 % g > §
Da u skladu sa EN 60947-2 EXZSN
Yes conforming to IEC 60898-1 €852
Da u skladu sa IEC 60947-2 o= 2 2
e 89
Standardi IEC 60898-1 2585
EN 60947-2 %—é E
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0 ®Q
§562
egks
os 22
SE%5c
°56 2
gc88
5238
H
520§
TZEN
3gas
5384
£S5 83
S EQCE
28%%
3225
0EGO
2808
EEEs
SEND
£0a0z

Dec 7, 2020
Lifels ®n Sclénaeei(c!gf 1


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Dopunske informacije

Mrezna frekvencija

Ograni¢enje prekostrujne zastite

50/60 Hz
4 xIn+/-20 %

[ics] servisna prekidna mo¢

70 KA 100 % u skladu sa EN 60947-2 - 12...60 V AC 50/60 Hz
70 KA 100 % u skladu sa EN 60947-2 - 220...240 V AC 50/60 Hz
70 KA 100 % u skladu sa IEC 60947-2 - 12...60 V AC 50/60 Hz
70 KA 100 % u skladu sa IEC 60947-2 - 220...240 V AC 50/60 Hz
7500 A 75 % conforming to EN 60898-1 - 230 V AC 50/60 Hz
7500 A 75 % conforming to IEC 60898-1 - 230 V AC 50/60 Hz

70 KA 100 % u skladu sa IEC 60947-2 - 100...133 V AC 50/60 Hz
70 KA 100 % u skladu sa EN 60947-2 - 100...133 V AC 50/60 Hz
15 KA 100 % conforming to EN 60947-2 - 72V DC

15 KA 100 % conforming to IEC 60947-2 - 72V DC

20 KA 100 % conforming to EN 60947-2 - 12...60 V DC

20 kA 100 % conforming to IEC 60947-2 - 12...60 V DC

Klasa limitacije

3 u skladu sa EN 60898-1
3 u skladu sa IEC 60898-1

[ui] nazivni napon izolacije

500 V AC 50/60 Hz u skladu sa EN 60947-2
500 V AC 50/60 Hz u skladu sa IEC 60947-2

[uimp] nazivni podnosivi impulsni napon

6 KV u skladu sa EN 60947-2
6 kV u skladu sa IEC 60947-2

Indikator pozicije kontakta

Da

Tip upravljanja

Lokalna signalizacija

Rucica

Indikator okidanja

Nacin montiranja Fiksno
Nosacdi za montazu DIN Sina
Razvodni blok ¢esljaste sabirnice Gorniji ili donji: DA
9 mm redovi 2

Visina 85 mm

Sirina 18 mm
Dubina 78,5 mm
Masa proizvoda 0,215 kg
Boja White
Mehanicka trajnost 20000 ciklusa
Elektrina trajnost 10000 ciklusa

Povezivanije - prikljucci

Pojedinacni priklju¢ni blok (gornji ili donji) 1...25 mm? kruti
Pojedinacni prikljucni blok (gornji ili donji) 1...16 mm? fleksibilni

Duzina ogoljenog dela Zice

Moment pritezanja

14 mm za gornji ili doniji priklju¢ak

2 N.m gornji ili donji

Diferencijalna zastita

Bez

Okruzenje

Ip stepen zastite

IP20 u skladu sa IEC 60529
IP20 u skladu sa EN 60529

Stepen zaprljanosti

3 u skladu sa EN 60947-2
3 u skladu sa IEC 60947-2

Kategorija prenapona

v

Tropikalizacija

Relativna vlaznost

2 u skladu sa IEC 60068-1
95 % pri 55 °C

Nadmorska visina za rad 0...2000 m
Temperatura okoline za rad uredaja -35...70 °C
Temperatura okoline za skladistenje -40...85 °C
Pakovanje

Pakovanje 1 tezina 0,124 kg
Pakovanje 1 visina 0,750 dm
Pakovanije 1 Sirina 0,180 dm
Pakovanje 1 duzina 0,940 dm
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Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 2
EU RoHS direktiva Usaglageno i)
Bez Zive Da
Informacije o RoHS izuzecima 2
RoHS regulativa za Kinu i)
Izjava o zastiti okolisa 7Y

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

UcCinak u vezi sa sadrzajem halogena

Proizvod bez halogena

Ugovorna garancija
Garancija

18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=13671872&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13671872&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13671872&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=13671872&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1409009EN

