TehniCke karakteristike

proizvoda
Karakteristike

A9L20501

EDELMAKS

iIPRD20r modularni odvodnik prenapona - 1P +
N - 350V - sa daljinskom signal.
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Osnovne informacije

Range of product

Ime proizvoda

Acti 9
Acti 9 iPRD

Tip proizvoda ili

Izvladivi odvodnik prenapona

{pRD Meutral | IPRD komponente
Kratko ime uredaja IPRD20r
i Primena uredaja Razvod elektri¢ne energije
o < Fslsca | e = Repioca Broj polova 1P +N
\\\ . [ Daljinska signalizacija Sa
T F Signalni kontakt 18D (1 C/O)
= Tip odvodnika Elektricna distributivna mreza
prenapona
Sistem uzemljenja TN-S
TT
Dopunske informacije
Tip klase odvodnika prenapona Tip 2
Tehnologija odvodnika prenapona MOV + GDT

[ue] nazivni napon

230/400 V AC (+/- 10 %) pri 50/60 Hz

[In] nominal discharge current

Asimetri¢ni rezim: 5 kA (L/PE)
Asimetri¢ni rezim: 5 kA (N/PE)
Differential mode: 5 kA (L/N)

[Imax] maximum discharge current

Asimetri¢ni rezim: 20 kA L/PE
Common mode: 20 kA N/PE
Diferencijalni rezim: 20 kA L/N

[uc] maksimalni stalni radni napon

Asimetri¢ni rezim: 260 V N/PE
Asimetri¢ni rezim: 350 V L/PE
Diferencijalni rezim: 350 V L/N

Maksimalni [up] napon naponske zastite

Diferencijalni rezim <1,1 kV tip 2 L/N
Asimetri¢ni rezim <1,4 kV tip 2 N/PE

[ut] privremeni prenapon

Tip rastavljaca

337 V L/N 5 s withstand

1200 V N/PE 200 ms safe failure mode
442V L/PE 5 s withstand

1453 V L/PE 200 ms sigurnosni rezim

Pridruzeni prekida¢ iC60N 20 A kriva C - Icu 10 kA
Pridruzeni prekida¢ iC60H 20 A kriva C - Icu 15 kA
Pridruzeni prekidac¢ iC60L 20 A kriva C - Icu 25 kA
Pridruzeni prekida¢ NG125H 63 A kriva C - Icu 36 kA
Pridruzeni prekida¢ NG125L 63 A kriva C - Icu 50 kA
Pridruzeni osigura¢ gG 40 A - Icu 15 kA

Pridruzeni osigura¢ gG 80 A - Icu 50 kA

[Isccr] short-circuit current rating

50 kA

Signal napona

Nacin montiranja

0.25 A/250 V AC 50/60 Hz

Sistemom na klik

Nosaci za montazu DIN Sina
9 mm redovi 4

Visina 85 mm
Sirina 36 mm
Dubina 69 mm
Masa proizvoda 0,215 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Boja

Bela (RAL 9003)

Vreme odziva <=25ns
[Ipe] Ground residual current 0,003 MA
0,6 mA

Povezivanije - prikljucci

Tunelski priklju¢ak (doniji) 2,5...35 mm?
Tunelski prikljuak (gornji) 2,5...35 mm?

Moment pritezanja

2,5N.m

Okruzenje
Standardi EN 61643-11:2012
IEC 61643-11:2011
Sertifikacija proizvoda CE
Oznake kvaliteta KEMA-KEUR
NF

Ip stepen zastite

IP40 na prednjem delu: u skladu sa IEC 60529
IP20 ugradena: u skladu sa IEC 60529

Ik stepen zastite

IKO3 u skladu sa IEC 62262

Relativna vlaznost 5...95%
Nadmorska visina za rad 2000 m
Temperatura okoline za rad uredaja -25...60 °C
Temperatura okoline za skladistenje -40...85 °C
Pakovanje

Pakovanje 1 tezina 0,248 kg
Pakovanje 1 visina 0,500 dm
Pakovanje 1 Sirina 0,800 dm
Pakovanje 1 duzina 0,900 dm

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

B

REACh bez SVHC

Da

EU RoHS direktiva

Usaglaseno B

Bez toksi¢nih teskih metala Da

Bez zive Da
Informacije o RoHS izuzecima 7

RoHS regulativa za Kinu 7]

Izjava o zastiti okolisa &

Profil cirkularnosti &
Ugovorna garancija

Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=184508260&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=184508260&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=184508260&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=184508260&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP130303EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI130301EN

