TehniCke karakteristike
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Karakteristike

EDELMAKS

A9S60432

rastavljaC Acti9 iSW - 4P - 32 A - 415V

U ClP O

Sr_fg\eid!’.‘r‘_

S0

Yoo

R I 5

32A" arsv-

Dopunske informacije

Osnovne informacije

Grupa proizvoda Acti 9

Ime proizvoda Acti 9 iSW
Tip proizvoda ili Rastavlja¢
komponente

Kratko ime uredaja ISW
Primena uredaja Upravljanje
Broj polova 4P
Kategorija upotrebe AC-22A
Pogodno za izolaciju Yes

[ie] nazivna struja

32 A pri 415V AC 50/60 Hz

[ue] nazivni napon

415V AC 50/60 Hz

[ui] nazivni napon izolacije

500 V AC 50/60 Hz u skladu sa EN/IEC 60669-2-4

[uimp] nazivni podnosivi impulsni napon

4 kV

Tip upravljanja Rucica
Lokalna signalizacija ON/OFF ocitavanje
Indikator pozicije kontakta Da

Nacin montiranja Fiksno

Nosaci za montazu DIN Sina

9 mm redovi 4

Visina 77 mm

Sirina 36 mm

Dubina 70 mm

Boja Bela
Mehanicka trajnost 300000 ciklusa
Elektrina trajnost 30000 ciklusa

Povezivanje - prikljucci

Tunelski prikljucci - 1 x 10 mm? - kruti
Tunelski priklju€ci - 1 x 10 mm? - fleksibilni

Tunelski prikljucci - 2 x 10 mm? - fleksibilni sa kablovskim zavrSetkom

Duzina ogoljenog dela Zice

Moment pritezanja

9 mm
1,2N.m

Okruzenje

Standardi EN/IEC 60669-2-4
Ip stepen zastite 1P4

Stepen zaprljanosti 2

Tropikalizacija 2

Relativna vlaznost 95 % at 55 °C
Temperatura okoline za rad uredaja -20...50 °C
Temperatura okoline za skladistenje -40...70 °C
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Packing Units

Pakovanje 1 tezina

Pakovanje 1 visina

0,131 kg
0,700 dm

Pakovanje 1 Sirina

0,350 dm

Pakovanje 1 duzina

0,800 dm

Offer Sustainability

Status odrzive ponude

Green Premium proizvod

Propis REACh

REACh bez SVHC

e

Da

EU RoHS direktiva

Usaglaseno Er

Bez toksicnih teskih metala Da
Bez zive Da
Informacije o RoHS izuzecima 7]
RoHS regulativa za Kinu 7
Izjava o zastiti okolisa &7
Profil cirkularnosti 7

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specifiénim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija

Garancija

18 meseci
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https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=13673400&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13673400&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=13673400&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=13673400&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110310EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1103010EN

