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Tehničke karakteristike
proizvoda
Karakteristike

A9XMWD20
Acti 9 PowerTag Link - bežični koncentrator za
PowerTag bežične senzore

Osnovne informacije
Range of product Acti9
Ime proizvoda Acti9 PowerTag Link
Tip proizvoda ili
komponente

Smart komunikacioni modul

Kratko ime uređaja PowerTag Link
Application type Osnovno merenje električne energije

Poboljšani nadzor potrošača E, U, I, P, Pf
Alarm opterećenja

Number max of
connected devices

Do 20 bežičnih uređaja

Maksimalna dovodna
struja

2 A

[us] nazivni napon
napajanja

110...230 V AC +/- 15 %

Kompatibilnost
proizvoda

Bežični senzor energije

Komunikacioni servis Ethernet Modbus TCP/IP server
Veb server

Veb server Ugrađena veb-stranica
BMS kompatibilan kontroler

Način prenosa Radio frequency 2.4…2.4835 GHz PowerTag 20
Veb servisi Veb stranica

Dopunske informacije
Specifični i/o za aplikaciju Brojač impulsa
Potrošnja 5 VA
Otpornost na mikroprekide 10 milisekundi
Reset Factory reset on front face
Lokalna signalizacija Status proizvoda: 1 LED (zelena, narandžasta i crvena)

Status Ethernet-a (LAN ST): 1 LED (zelena, narandžasta i crvena)
Pozicija montaže Horizontal/vertical on DIN rail
Boja White (RAL 9003)
Položaj priključaka Priključak sa gornje strane
Kategorija prenapona III
Broj 9 mm modula 6 useful
Visina 85 mm
Širina 54 mm
Dubina 67,5 mm
Masa proizvoda 133 g
Kompatibilnost grupe proizvoda PowerTag bežični senzor energije
Interfejs za podešavanje Veb strana

ECOREACH
Kompatibilnost Acti9 PowerTag Link

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Okruženje
Ip stepen zaštite IP20 u skladu sa IEC 60529

IP40 (modularni orman) u skladu sa IEC 60529
Stepen zaprljanosti 2
Tropikalizacija 2
Relativna vlažnost 93 % at 40 °C
Nadmorska visina za rad uređaja 0...2000 m
Temperatura okoline za rad -25…60 °C
Temperatura okoline za skladištenje -40…85 °C

Packing Units
Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 težina 184 g
Pakovanje 1 visina 8 cm
Pakovanje 1 širina 6,5 cm
Pakovanje 1 dužina 11 cm
Tip jedinice pakovanja 2 S03
Broj jedinica u pakovanju 2 36
Pakovanje 2 težina 7,111 kg
Pakovanje 2 visina 30 cm
Pakovanje 2 širina 30 cm
Pakovanje 2 visina 40 cm
Tip jedinice pakovanja 3 P06
Broj jedinica u pakovanju 3 288
Pakovanje 3 težina 69,26 kg
Pakovanje 3 visina 75 cm
Pakovanje 3 širina 80 cm
Pakovanje 3 visina 60 cm

Offer Sustainability
Status održive ponude Green Premium proizvod
Propis REACh REACh Deklaracija
EU RoHS direktiva Usaglašeno EU RoHS Deklaracija
Bez žive Da
Informacije o RoHS izuzecima Da
RoHS regulativa za Kinu RoHS Deklaracija Za Kinu
Izjava o zaštiti okoliša Profil Ekološke Prihvatljivosti Proizvoda
Profil cirkularnosti Informacije O Kraju Radnog Veka
WEEE Ovaj proizvod je na tržištima Evropske unije neophodno odložiti u skladu sa

specifičnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=467490940&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=467490940&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=467490940&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=467490940&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1604024
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1604024

