TehniCke karakteristike

proizvoda
Karakteristike

ALB44262

Altira - 3 uti¢nice - 2P+E sa zastitom -

EDELMAKS

uzemljenje sa strane - polarno bela

Dopunske informacije

Osnovne informacije

Grupa proizvoda Altira

Tip proizvoda ili Uti¢nica
komponente

Kompatibilnost grupe Fixing frame
proizvoda Fixing frame
Prezentacija uredaja Mehanizam

Broj energetskih
utiénica

Opis standarda uti¢nice

3 x 2P + E, nemacki

Uzemljenje sa strane

Dodatne informacije

Zastita

Nijansa boje

Cover plate: polar white (RAL 9003)

Namena proizvoda

Montazni ramovi

Kompatibilnost grupe proizvoda

OptiLine 45

OptiLine 70 sa Altira adapterom

Pozicija terminala za uzemljenje

Pod uglom od 45°

Nazivna struja

Broj modula

16 A at 250 V AC 50/60 Hz

6 modula

Nacin priévrsc¢ivanja

Uti¢no

Povezivanje - priklju¢ci

Priklju¢ci bez zavrtnjeva

Kapacitet prikljucaka

4 x 1.5...4 x 2.5 mm? za kruti kabl(ovi)
4 x 1.5...4 x 2.5 mm? za jednozi¢ni visezicni kabl(ovi)

Materijal PC: mechanism cover
Tretman povrsine Untreated
ZavrSna obrada Saten

Kompatibilnost proizvoda

Altira montazni ram

Standardi IEC 60884-1
NF C 61-314
EN 60529
EN 62262
Visina 45 mm
Sirina 135 mm
Dubina 39 mm
Masa proizvoda 0,123 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi



Okruzenje

Temperatura okoline za rad uredaja 5...50 °C
Temperatura okoline za skladistenje -15...60 °C
Ik stepen zastite IK02

Ip stepen zastite IP20

Karakteristike Zivotne sredine

Teénost za ¢iSéenje prozora
Aceton

Hidrogen peroksid (H202)
Alkohol

Izbeljivac

Tecni sapun

Amonijak

Ulje

UV otpornost

Benzin

Karakteristike vezane za zdravlje

Bez halogena

Pakovanje
Pakovanje 1 tezina 128,59
Pakovanje 2 tezina 1,372 kg
Pakovanje 3 teZina 10,263 kg
Odrzivost ponude
Propis REACh &
EU RoHS direktiva Usaglaseno 2
Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu &7
Ugovorna garancija
Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=149716532&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=149716532&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=149716532&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=149716532&lang=en-us

