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BMHO701TO07A2A

servo motor BMH - 1,4 Nm - 8000 o/min -
neokrenuto vratilo - bez kocnice - IP54

TehniCke karakteristike

proizvoda
Karakteristike

Osnovne informacije

Dopunske informacije

Tip proizvoda ili Servo motor
komponente

Kratko ime uredaja BMH
Maksimalna mehanicka 8000 rpm

brzina

Stalni moment pri nultoj
brzini

1,4 N.M za LXM32.U90M2 pri 3 A, 230 V,
monofazno
1,4 N.m za LXM32.D18M2 pri 6 A, 115 V,
monofazno

Vr$ni moment pri nultoj
brzini

Nazivna izlazna snaga

4 N.M za LXM32.U90M2 pri 3 A, 230 V, monofazno
4,2 N.m za LXM32.D18M2 pri 6 A, 115V,
monofazno

450 W za LXM32.U90M2 pri 3 A, 230 V, monofazno
350 W za LXM32.D18M2 pri 6 A, 115 V, monofazno

Nazivni moment

1,1 N.M za LXM32.U90M2 pri 3 A, 230 V,
monofazno

1,35 N.m za LXM32.D18M2 pri 6 A, 115V,
monofazno

Nazivna brzina

Kompatibilnost
proizvoda

4000 rpm za LXM32.U90M2 pri 3 A, 230 V,
monofazno
2500 rpm za LXM32.D18M2 pri 6 A, 115V,
monofazno

LXM32.D18M2 pri 115 V monofazno
LXM32.U90M2 pri 230 V monofazno

Vratilo

Glatka osovina

Ip stepen zastite

IP54 standardno

Rezolucija brzine u
povratnoj sprezi

32768 tacaka/obrtaju x 4096 obrtaja

Koénica drzanja

Bez

Nosaci za montazu

Prirubnica po medunarodnom standardnu

Elektri¢ni prikljuak

Rotirajuci konektori pod pravim uglom

Kompatibilnost grupe proizvoda Lexium 32
[us] nazivni napon 240V
Broj faza mreze Trofazno
Stalna struja pri uko¢enom rotoru 2,85 A
Stalna snaga 1,05 W

Maksimalna struja irms

Maksimalna stalna struja

9,6 A za LXM32.D18M2
9,6 A za LXM32.U90M2

9,56 A

Druga osovina

Bez drugog vratila

Precnik osovine

11 mm

Duzina osovine

Tip povratne sprege

23 mm

ViSeobrtajni SinCos Hiperface

Veli€ina prirubnice motora

70 mm

Broj naslaganih rotora i statora motora

Konstanta momenta

1
0,49 N.m/A pri 120 °C

Ke (indukovana ems)

31,17 V/krpm pri 120 °C
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Broj polova motora 10
Inercija rotora 0,59 kg.cm?
Otpornost statora 3,2Qpri20°C

Induktivnost statora

9,1 mH pri 20 °C

Elektri€na vremenska konstanta statora

Maksimalna radijalna sila fr

2,8 milisekundi pri 20 °C

660 N pri 1000 rpm
520 N pri 2000 rpm
460 N pri 3000 rpm
410 N pri 4000 rpm
380 N pri 5000 rpm
360 N pri 6000 rpm

Maksimalna osovinska sila fa 0.2xFr
Tip hladenja Prirodno strujanje vazduha
Duzina 122 mm
Preénik prirubnice 60 mm
Dubina prirubnice 2,5mm
Broj otvora za montazu 4
Prec¢nik otvora za montiranje 5,5 mm
Precnik kruga za otvore 82 mm
Masa proizvoda 1,6 kg
Pakovanje

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 11,0 cm
Package 1 Width 19,0 cm
Package 1 Length 39,5¢cm
Package 1 Weight 2,196 kg
Unit Type of Package 2 S04
Number of Units in Package 2 4
Package 2 Height 30,0 cm
Package 2 Width 40,0 cm
Package 2 Length 60,0 cm
Package 2 Weight 10,036 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 7

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHS) !

Bez Zive Da

RoHS regulativa za Kinu 7y

Informacije o RoHS izuzecima 7]

Izjava o zastiti okoliSa &

WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Bez PVC Da

Ugovorna garancija

Garancija 18 months

Lifels On | Schneider
LElectric


https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP111002EN

Tehnicke karakteristike

proizvoda
Dimensions Drawings

BMHO701TO7A2A

Servo Motors Dimensions

Example with Straight Connectors
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a:  Power supply for servo motor brake
b:  Power supply for servo motor encoder
(1) Shaft end, keyed slot (optional)

Dimensions in mm

Straight Rotatable

hi
in i
T :t
5 {é; =
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=

-] \m

¢ (without ¢ (with c1 c2 C3 h h1 14} a1 for

connectors angled brake) brake) screws
connectors

b1 b2 b1 b2
|39.5 255 |39.5 |39.5 ‘122 |161 |23 |1s |2.5 |4h9 |12_5+0_0_13 |11k6 |M4x14 ‘
Dimensions in in.
Straight Rotatable ¢ (without |c (with |c1 c2 c3 h h1 14} @1 for screws
connectors | angled brake) brake)

connectors
b1 b2 |b1 b2
|1.55 |1 |1.55 |1.55 |4.80 |6.33 |0.90 ‘0.70 ‘0.09 ‘0.16h9 ‘0_49+0_0_002_)1 |0.43k6 |M4x0.55 |
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Tehnicke karakteristike BMHO701TO7A2A

proizvoda
Performance Curves

115 V Single-Phase Supply Voltage

Torque/Speed Curves

Servo motor with LXM32°D18M2 servo drive
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230 V Single-Phase Supply Voltage

Torque/Speed Curves

Servo motor with LXM32:U90M2 servo drive
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