
In
fo

rm
ac

ije
 n

av
ed

en
e 

u 
ov

oj
 d

ok
um

en
ta

ci
ji 

pr
ed

st
av

lja
ju

 o
pš

ti 
op

is
 o

dn
os

no
 te

hn
ič

ke
 k

ar
ak

te
ris

tik
e 

pe
rfo

rm
an

si
 p

ro
iz

vo
da

.
D

ok
um

en
ta

ci
ja

 n
ije

 n
am

en
je

na
 d

a 
bu

de
 z

am
en

a 
za

 n
iti

 s
e 

m
ož

e 
ko

ris
tit

i z
a 

od
re

đi
va

nj
e 

pr
ik

la
dn

os
ti 

i p
ou

zd
an

os
ti 

pr
oi

zv
od

a 
za

 s
pe

ci
fič

nu
 k

ra
jn

ju
 p

rim
en

u.
D

už
no

st
 je

 k
or

is
ni

ka
 o

dn
os

no
 in

te
gr

at
or

a 
da

 iz
vr

ši
 p

rim
er

en
u 

i s
ve

ob
uh

va
tn

u 
an

al
iz

u 
riz

ik
a,

 p
ro

ce
nu

 i 
pr

ov
er

u 
pr

oi
zv

od
a 

u 
po

gl
ed

u 
od

go
va

ra
ju

će
 s

pe
ci

fič
ne

 p
rim

en
e 

ili 
na

či
na

 k
or

iš
će

nj
a.

N
i S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
ni

 n
je

go
va

 p
ov

ez
an

a 
ili 

za
vi

sn
a 

dr
uš

tv
a 

ne
će

 s
no

si
ti 

od
go

vo
rn

os
t z

a 
zl

ou
po

tre
bu

 o
vd

en
av

ed
en

ih
 in

fo
rm

ac
ija

.

Jun 7, 2021
1

Tehničke karakteristike
proizvoda
Karakteristike

GV5P220F
Motor circuit breaker, TeSys GV5, 3P, 220A,
Icu 36kA, thermal magnetic

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Osnovne informacije
Grupa proizvoda TeSys
Ime proizvoda TeSys GV5
Tip proizvoda ili
komponente

Motorni prekidač

Kratko ime uređaja GV5P
Primena uređaja Zaštita motora
Tip zaštite Zaštita od preopterećenja

Zaštita od kratkog spoja
Trenutna zaštita od kratkog spoja
Neuravnoteženost faze
Phase loss

Kategorija upotrebe Kategorija A u skladu sa IEC 60947-2
Tip upravljanja Direktno zakretnom ručicom
Pogodno za izolaciju Yes conforming to EN/IEC 60947-2
Broj polova 3P
[ue] nazivni radni napon 690 V AC 50/60 Hz
[in] nazivna struja 220 A at 65 °C
Prekidna moć F 36 kA
Prekidna moć 36 KA Icu at 400/415 V AC 50/60 Hz conforming to

IEC 60947-2
30 KA Icu pri 500 V AC 50/60 Hz u skladu sa IEC
60947-2
8 kA Icu pri 660/690 V AC 50/60 Hz u skladu sa IEC
60947-2

[ics] servisna prekidna
moć

100 % pri 400/415 V AC 50/60 Hz u skladu sa IEC
60947-2
100 % pri 500 V AC 50/60 Hz u skladu sa IEC
60947-2
100 % pri 660/690 V AC 50/60 Hz u skladu sa IEC
60947-2

[ui] nazivni napon
izolacije

800 V AC 50/60 Hz u skladu sa IEC 60947-2

[uimp] nazivni podnosivi
impulsni napon

8 kV

Kategorija prenapona III
Ime zaštitne jedinice Micrologic 2.2 M
Nazivna struja zaštitne
jedinice

220 A

Tehnologija zaštitne
jedinice

Elektronska

Prekostrujna zaštita 3300 A
[isd] podešavanje praga
zaštite od kratkog spoja
sa kašnjenjem

5...13 x Ir podesivo, 9 podešavanja

Opseg podešavanja
termičke zaštite

100…220 A adjustable 9 settings

Klasa okidanja
preopterecenja

Klasa 5 u skladu sa IEC 60947-4-1
Klasa 10 u skladu sa IEC 60947-4-1
Klasa 20 u skladu sa IEC 60947-4-1

Osetljivost gubitka faze Da u skladu sa IEC 60947-4-1
Mehanička trajnost 20000 ciklusa
Električna trajnost 10000 cycles for AC-3 at 400/415 V In
Maksimalni radni ciklus 25 ciklusa/h
Vremensko opterećenje Neprekidno
Snaga disipacije po polu 17,6 W



3

Dopunske informacije
Snaga motora kw 90…110 KW at 400/415 V AC 50/60 Hz

110 KW pri 500 V AC 50/60 Hz
110…132 kW at 660/690 V AC 50/60 Hz

Lokalna signalizacija LED ready
LED 95 % Ith

Standardi EN/IEC 60947-1
EN/IEC 60947-2
EN/IEC 60947-4-1
UL 60947-4-1
CSA C22.2 No 60947-4-1

Sertifikacije proizvoda IECEE CB Scheme
EAC (pending)

Način fiksiranja Sa zavrtnjima bez matice
Pozicija montiranja ručice Horizontalno i vertikalno
Povezivanje - priključci Kolo napajanja: sabirnice - poprečni presek sabirnice: 25 x 6 mm

Kolo napajanja: stopice - spoljašnji prečnik: 25 mm
Povezivanje 35 mm bez proširivača
Moment pritezanja 15 N.m zavrtanj: M8
Širina 105 mm
Visina 161 mm
Dubina 155 mm
Masa proizvoda 2,6 kg
Boja Antracit (RAL 7016)

Okruženje
Temperatura okoline za skladištenje -55…85 °C
Temperatura okoline za rad -25…70 °C
Nadmorska visina za rad uređaja 0...2000 m without derating
Ip stepen zaštite IP40 conforming to IEC 60529
Ik stepen zaštite IK07 u skladu sa IEC 62262
Stepen zaprljanosti 3
Zaštitni tretman TC
Otpornost na vatru 960 °C u skladu sa IEC 60695-2-1
Mehanička robusnost Vibrations: +/- 1 mm 2...13.2 Hz conforming to IEC 60068-2-6

Vibrations: 0.7 gn 13.2...100 Hz conforming to IEC 60068-2-6

Offer Sustainability
Status održive ponude Green Premium proizvod
Propis REACh REACh Deklaracija
EU RoHS direktiva Usaglašeno EU RoHS Deklaracija
Bez žive Da
Informacije o RoHS izuzecima Da
RoHS regulativa za Kinu RoHS Deklaracija Za Kinu
Izjava o zaštiti okoliša Profil Ekološke Prihvatljivosti Proizvoda
Profil cirkularnosti Informacije O Kraju Radnog Veka
WEEE Ovaj proizvod je na tržištima Evropske unije neophodno odložiti u skladu sa

specifičnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija
Garancija 18 months

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=478745558&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=478745558&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=478745558&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=478745558&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1905002EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1905002EN

