EDELMAKS

Tehnicke karakteristike ISM20101P

proizvoda OptiLine 45 - pole - tension-mounted - one-
Karakteristike sided - polar white - 2700-3100 mm

Dopunske informacije

Osnovne informacije

Range OptiLine

Ime proizvoda OptiLine 45
Kablovski instalacioni Stub

sistem

Product type Stub

Tip stuba Jednostrano
Zavr$na obrada stuba/ Presvucen prahom
stubiéa

Nacin montaze stuba Napregnut

Additional information

Podesivost plafonskih nosa¢a 400 mm

s
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Colour Polarno bela (RAL 9003) é
Veli€¢ina otvora sa prednje strane 45 mm ) g
Materijal Aluminijum presvucen prahom é“%
Quantity package 1/ unit Set od 1 Egg
Visina 2700...3100 mm g5t
3>
Dubina 89 mm E‘E»E
. S O0°¢C
Sirina 68 mm 523
-1
T3
g8-8
S Rg2
Okruzenje $823
22nNg
Standardi 73/23/EEC 828
93/68/EEC 5528
. E 'E" g N
EN 50085-1:2005 g38R
EN 60598-2-2 %’.;?-SE
IEC 1084-2-4 2255
NF C 68-102 gé £g
SS 424 10 32 $%g0
T K]
Operating temperature -25...60 °C ° %g 2
$z8 g
Ip stepen zastite IP40 %E g %
o= 2 2
§835°
Pakovanje 2885
Unit Type of Package 1 PCE §§ B 8
B E 2=
Number of Units in Package 1 1 °g5e
TEZEN
Package 1 Height 12,500 cm HEL
Package 1 Width 16,000 cm I
SE T
Package 1 Length 276,500 cm 5 § se
€8 8E
Package 1 Weight 8,000 kg 120
389
Unit Type of Package 2 PAL Ss< g
Number of Units in Package 2 28 %‘éf 23
Package 2 Height 66,500 cm g
L0238
Package 2 Width 120,000 cm % § £ o
Package 2 Length 340,000 cm s2 23
. EEBE
Package 2 Weight 248,500 kg 5 3 § 3
£0a0z
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Odrzivost ponude

Status odrzive ponude
Propis REACh

Green Premium proizvod

e

REACh bez SVHC
EU RoHS direktiva

Da

Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHS) B!

Bez toksi¢nih teskih metala Da
Bez Zive Da
RoHS regulativa za Kinu 7
Informacije o RoHS izuzecima 7]
Izjava o zastiti okolisa 7
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https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP060309EN

