TehniCke karakteristike

proizvoda
Karakteristike

K2B0O0O1ULH

EDELMAKS

izborni grebenasti prekidac - 1P - 45° - 20 A -

vij€ana montaza

Dopunske informacije

Osnovne informacije

Grupa proizvoda

Tip proizvoda ili

Harmony K

Kompletni grebenasti prekida¢

komponente
Ime komponente K2
[ith] dozvoljena termicka 20 A

struja u vazduhu

Montaza proizvoda

Nacin privrséivanja

Prednja ugradnja

Na viSe nacina

Tip glave grebenastog
prekidaca

Sa prednjom plo¢om 45 x 45 mm

Tip glave uredaja

Zakljuavanje zakretne
rucice

Crna rucica, duzina = 35 mm

Bez

Natpis

Sa metalik oznakom, 2 - 0 - 1 crna oznaka

Funkcija grebenastog
prekidaca

Grebenasti prekida¢ za promenu izvora napajanja

Povratak Bez
Off polozaj Sa Off pozicijom
Broj polova 1P

Pozicije prekidaca

Ip stepen zastite

Levo: 0° - 315°
Desno: 0° - 45°

IP40 u skladu sa IEC 529
IP40 u skladu sa NF C 20-010

Ugao grebenastog prekidaca

45°

[ui] nazivni napon izolacije

[ithe] dozvoljena termicka struja u ormanu

690 V (stepen zaprljanosti 3) u skladu sa IEC 60947-1

16 A

Elektri¢na trajnost

200000 Ciklusa AC-23
200000 Ciklusa AC-3
600000 Ciklusa AC-15
600000 ciklusa AC-21

Maksimalni radni ciklus

Struja kratkog spoja

2,5 Ciklusa/Min AC-21
2,5 Ciklusa/Min AC-23
2,5 Ciklusa/Min AC-3
8,333 ciklusa/min AC-15

10000 A

Zastita od kratkog spoja

20 A cartridge fuse, type gG

[uimp] nazivni podnosivi impulsni napon

4 KV u funkciji izolacije

6 kV u skladu sa IEC 947-1

Operacija kontakata

Pozitivno otvaranje

Sporo iskljucenje
Sa

Elektricna veza

Neodvoijivi vij¢ani priklju¢ni blokovi fleksibilni, kapacitet stezaljke: 2 x 1.5 mm?
Neodvaijivi vij¢ani priklju¢ni blokovi jednozi¢ni, kapacitet stezaljke: 1 x 2.5 mm?

Mehanicka trajnost

1000000 ciklusa

Cad ukupna S$irina 45 mm
Cad ukupna visina 45 mm
Cad ukupna dubina 77 mm
Masa proizvoda 0,115 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Standardi

Sertifikacije proizvoda

EN 60947-3 za kolo napajanja

EN 60947-5-1 za upravljacko kolo
IEC 60947-3 za kolo napajanja
IEC 60947-5-1 za upravljacko kolo
CENELEC EN 50013

CSA 240V 3 hp trofazne 2 polni

UL 240 V 0,33 hp monofazne 2 polni
CSA 240V 1 hp monofazne

UL 240 V 1 hp trofazne

Tretman zastite TC
Temperatura okoline za rad uredaja -25...55°C
Temperatura okoline za skladistenje -40...70 °C

Otpornost na udare

30 gn conforming to IEC 68-2-27

Otpornost na vibracije

5 gn conforming to IEC 68-2-6 (f = 10

...150 Hz)

Klasa zastite protiv elektricnog udara

Klasa Il u skladu sa IEC 536
Class Il conforming to NF C 20-030

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 136 g
Pakovanje 1 visina 6,5 cm
Pakovanje 1 Sirina 6,5 cm
Pakovanje 1 duzina 11 cm

Odrzivost ponude
Status odrzive ponude

Green Premium proizvod

Propis REACh

e

REACh bez SVHC

Da

EU RoHS direktiva

Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU

RoHs) &'
Bez toksicnih teskih metala Da
Bez zive Da
Informacije o RoHS izuzecima 7y
RoHS regulativa za Kinu &
Izjava o zastiti okolisa 7

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u

kontejnere za otpatke.

Ugovorna garancija

Garancija 18 meseci
2 Lifels On Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=677144&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=677144&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=677144&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=677144&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP071103EN_V1

