TehniCke karakteristike

proizvoda
Karakteristike

KNB25CF5

EDELMAKS

Canalis - uti¢na kutija za NF osigurace - 10 x
38mm-25A-3L+N+PE

Dopunske informacije

Osnovne informacije

Grupa proizvoda

Kompatibilnost grupe
proizvoda

Canalis

KN S$inski razvod

Tip proizvoda ili
komponente

Otcepna kutija

Busbar trunking
compatibility

Canalis KN Sinski razvoduti¢no

[ie] nazivna radna struja

Protection type

25Apri35°C
Izolator osiguraca: za aM cilindriéni osigurac10 x 38
mm - 25 A u skladu sa NF

Izolator osiguraca: za gG cilindri¢ni osigurac10 x 38
mm - 20 A u skladu sa NF

Obezbedena oprema

Fuse to be ordered separately
Kablovski prikljucak

Nacin montaze

Polaritet otcepne kutije

Utiéno sa fiksnim polaritetom

3L+N+PE
3L+PE

Boja

White (RAL 9001)

Primena uredaja

[ue] nazivni radni napon

Razvod male snage

230...500 V u zavisnosti od zastitnog uredaja

[uimp] nazivni napon impulsa

4,6 kV

[ui] nazivni napon izolacije

500 V u zavisnosti od zastitnog uredaja

Mrezna frekvencija

50/60 Hz

Elektricna veza

Kablovski prikljuéak 6 mm? fleksibilni
Kablovski prikljuéak 10 mm?2 kruti

Door/cover opening side

Predniji priklju¢ak

Nacin odvajanja otcepne kutije Izvlacenjem
Standardi IEC 61439-1
IEC 61439-6
Sirina 103 mm
Dubina 48,8 mm
Visina 161 mm
Masa proizvoda 0,38 kg

Okruzenje

Ip stepen zastite

Ik stepen zastite

IP55 u skladu sa IEC 60529
IKO8 u skladu sa IEC 62262

Pakovanje

Pakovanje 1 tezina 291g
Pakovanje 2 tezina 7,7 kg
Pakovanje 3 tezina 133,872 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Odrzivost ponude

Status odrzive ponude
Propis REACh

Green Premium proizvod

e

REACh bez SVHC
EU RoHS direktiva

Da

Usaglaseno B

Bez toksi¢nih teskih metala Da
Bez zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okolisa 7

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Uc¢inak u vezi sa sadrzajem halogena

Proizvod bez halogena

Ugovorna garancija

Garancija

18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=1456471&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=1456471&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=1456471&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=1456471&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP061105EN

