EDELMAKS
KTA4000EB340

Canalis - Al ravan deo za uti¢nu kutiju vij¢ani -
4000A - 3L+PE - 4m standardni

TehniCke karakteristike

proizvoda
Karakteristike

Dopunske informacije

Osnovne informacije

Grupa proizvoda

Ime proizvoda

Canalis
KT

Tip proizvoda ili
komponente

Sinski razvod

Opis sabirnice

Duzni element

Kratko ime uredaja

Tap-off unit compatibility

KTA

Bolt-on tap-off unit from Canalis - KT

Primena uredaja

Razvod velike snage

Materijal Aluminijum

[ie] nazivna radna struja 4000 A at35°C
Polarity 3L+ PE

Broj otcepnih mesta 2

Nazivna izlazna struja 400...1250 A

Earth conductor

Standardno uzemljenje

Short-circuit level

Standardna verzija

Duzina

Zastitna oprema

4000 mm

Jedinica Sinskog razvoda
Spojni element

Materijal kucista

Poliesterski film

Materijal kontakata Bakar

[ue] nazivni napon 1000 V

Mrezna frekvencija 50/60 Hz

[ui] nazivni napon izolacije 1000 V

[icw] termicka podnosiva struja kratkog spoja 90 kA

[ipk] nazivna vrsna struja kratkog spoja 198 kA

Elektricni prikljucak Povezivanje zavrtnjima
Magnetno polje 3uT

Grani¢no termic¢ko naprezanje 8100 A%s

Thdi

0...15 % 4000 A

Maksimalni pad napona

<0,0015 V sa faktorom snage = 1 pri 50 Hz sa 1A za 100 m duzine

<0,0016 V sa faktorom snage = 0,9 pri 50 Hz sa 1A za 100 m duzine
<0,0015 V sa faktorom snage = 0,8 pri 50 Hz sa 1A za 100 m duzine
<0,0015 V sa faktorom snage = 0,7 pri 50 Hz sa 1A za 100 m duzine

Nacin montiranja Kaéenjem
Nosaci za montazu Konzola
Visec¢i nosac
Pravac instalacije Vertikalno
Horizontalno
Pozicija nultog provodnika Desno
Razmak otcepne kutije 2000 mm
Standardi IEC 61439-1
IEC 61439-6
Tip dimenzije Deo za spajanje
Sirina 140 mm
Dec 7, 2020
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Visina 404 mm

Boja Bela (RAL 9001)

Masa proizvoda 152 kg

Linearno opterecenje 38 kg/m

Okruzenje

Ip stepen zastite IP55 u skladu sa IEC 60529
Ik stepen zastite IKO8 u skladu sa IEC 62262
Derating factor 0...35°C (100 % of In)

35...40 °C (97 % of In
40...45°C (93 % of In
45...50 °C (90 % of In
50...55 °C (86 % of In

oo

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 156 kg
Pakovanje 1 visina 40,4 cm
Pakovanije 1 Sirina 14 cm
Pakovanje 1 duzina 400 cm

Odrzivost ponude

Status odrzive ponude Green Premium proizvod
Propis REACh 7

EU RoHS direktiva Usaglageno 7y

Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okoliSa &
Profil cirkularnosti &
WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa

specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

2 Lifels On Sclénﬁ[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=7059228&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=7059228&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=7059228&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=7059228&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP061104EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI061104EN

