TehniCke karakteristike

proizvoda
Karakteristike

LRD332L

TeSys LRD termicki relej - 23...32 A - klasa 20
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- -8
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Dopunske informacije

Osnovne informacije

Grupa proizvoda

TeSys

Ime proizvoda

TeSys LRD

Tip proizvoda ili

Diferencijalni termicki relej preoptereéenja

komponente
Kratko ime uredaja LRD
Upotreba releja Zastita motora
Kompatibilnost LC1D40A
proizvoda LC1D50A
LC1D65A
Tip mreze AC
DC

Klasa okidanja
preopterecenja

PodeSavanje termic¢kog
preopterecenja

Class 20 conforming to IEC 60947-4-1

23..32 A

[ui] nazivni napon
izolacije

Power circuit: 600 V conforming to CSA
Power circuit: 600 V conforming to UL

Power circuit: 690 V conforming to IEC 60947-4-1

Mrezna frekvencija

Drzaé za montazu

0...400 Hz

I?Ioéa, sa posebnim priborom
Sina, sa posebnim priborom
Ispod kontaktora

Prag okidanja

1.14 +/- 0.06 Ir conforming to IEC 60947-4-1

Sastav pomoénog kontakta

1NO+1NC

[ith] dozvoljena termicka struja u vazduhu

Dopustiva struja

5 A for signalling circuit

3 A pri 120 V AC-15 za signalno kolo
0,22 A pri 125 V DC-13 za signalno kolo

[ue] nazivni napon

690 V AC 0...400 Hz for power circuit conforming to IEC 60947-4-1

Pripadajucéi osigurac

[uimp] nazivni podnosivi impulsni napon

4 A gG for signalling circuit
4 A BS for signalling circuit

6 kV

Osetljivost gubitka faze

Tripping current 130 % of Ir on two phase, the last one at 0

Nacin upravljanja

Red push-button: stop
Blue push-button: reset

Temperaturna kompenzacija

-20...60 °C

Povezivanje - priklju¢ci

Control circuit: screw clamp terminals 2 cable(s) 1...2.5 mm? flexible without
cable end

Upravljacko kolo: vij¢ani priklju¢ni blokovi 2 kabl(ovi) 1...2,5 mm? fleksibilni sa
Upravljacko kolo: vij¢ani priklju¢ni blokovi 2 kabl(ovi) 1...2,5 mm? jednozi¢ni bez
kablovskog zavrsetka

Power circuit: EverLink BTR screw connectors 1 cable(s) 1...35 mm? flexible
without cable end

Power circuit: EverLink BTR screw connectors 1 cable(s) 1...35 mm? flexible with
cable end

Power circuit: EverLink BTR screw connectors 1 cable(s) 1...35 mm? solid without

cable end

Moment pritezanja

Upravljacko kolo: 1,7 N.m - na vij¢ani priklju¢ni blokovi
Power circuit: 5 N.m - on EverLink BTR screw connectors

Visina 123 mm
Sirina 55 mm
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Dubina 123 mm

Masa proizvoda 0,375 kg

Okruzenje

Zastitni tretman TH u skladu sa IEC 60068

Ip stepen zastite IP20 conforming to IEC 60529

Temperatura okoline za rad -20...60 °C without derating conforming to IEC 60947-4-1
Temperatura okoline za skladistenje -60...70 °C

Otpornost na plamen V1 conforming to UL 94

Mehanicka robusnost Shocks: 15 Gn for 11 ms conforming to IEC 60068-2-7

Vibrations: 4 gn conforming to IEC 60068-2-6
Dielektri¢na snaga 1.89 kV at 50 Hz conforming to IEC 60947-1

Standardi

EN/IEC 60947-4-1
EN/IEC 60947-5-1

UL 60947-4-1

UL 60947-5-1

CSA C22.2 No 60947-4-1
CSA C22.2 No 60947-5-1
GBI/T 14048.4

GBI/T 14048.5

Sertifikacija proizvoda

IEC

UL

CSA

CccC

EAC

DNV-GL

RMRS

EU-RO MR

LROS (Lloyds register of shipping)

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 422 g
Pakovanje 1 visina 6,3 cm
Pakovanje 1 Sirina 11 cm
Pakovanje 1 duzina 14 cm
Pakovanje 2 tezina 5,738 kg
Pakovanje 3 tezina 58,42 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

e

REACh bez SVHC
EU RoHS direktiva

Da

Usaglaseno Er

Bez toksi¢nih teSkih metala Da

Bez zive Da
Informacije o RoHS izuzecima &7

RoHS regulativa za Kinu 7

Izjava o zastiti okolisa 7y

Profil cirkularnosti 7]
Ugovorna garancija

Garancija 18 months

2 Lifels On Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=6969253&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=6969253&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=6969253&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=6969253&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP080405EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI0804005_V1

