
In
fo

rm
ac

ije
 n

av
ed

en
e 

u 
ov

oj
 d

ok
um

en
ta

ci
ji 

pr
ed

st
av

lja
ju

 o
pš

ti 
op

is
 o

dn
os

no
 te

hn
ič

ke
 k

ar
ak

te
ris

tik
e 

pe
rfo

rm
an

si
 p

ro
iz

vo
da

.
D

ok
um

en
ta

ci
ja

 n
ije

 n
am

en
je

na
 d

a 
bu

de
 z

am
en

a 
za

 n
iti

 s
e 

m
ož

e 
ko

ris
tit

i z
a 

od
re

đi
va

nj
e 

pr
ik

la
dn

os
ti 

i p
ou

zd
an

os
ti 

pr
oi

zv
od

a 
za

 s
pe

ci
fič

nu
 k

ra
jn

ju
 p

rim
en

u.
D

už
no

st
 je

 k
or

is
ni

ka
 o

dn
os

no
 in

te
gr

at
or

a 
da

 iz
vr

ši
 p

rim
er

en
u 

i s
ve

ob
uh

va
tn

u 
an

al
iz

u 
riz

ik
a,

 p
ro

ce
nu

 i 
pr

ov
er

u 
pr

oi
zv

od
a 

u 
po

gl
ed

u 
od

go
va

ra
ju

će
 s

pe
ci

fič
ne

 p
rim

en
e 

ili 
na

či
na

 k
or

iš
će

nj
a.

N
i S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
ni

 n
je

go
va

 p
ov

ez
an

a 
ili 

za
vi

sn
a 

dr
uš

tv
a 

ne
će

 s
no

si
ti 

od
go

vo
rn

os
t z

a 
zl

ou
po

tre
bu

 o
vd

en
av

ed
en

ih
 in

fo
rm

ac
ija

.

Dec 7, 2020
1

Tehničke karakteristike
proizvoda
Karakteristike

LRE35
EasyPact TVS diferencijalni termički relej
30...38 A - klasa 10A

Osnovne informacije
Grupa proizvoda EasyPact
Ime proizvoda EasyPact TVS
Tip proizvoda ili
komponente

Diferencijalni termički relej preopterećenja

Kratko ime uređaja LRE
Upotreba releja Zaštita motora
Osetljivost gubitka faze Tripping current 130 % of Ir on two phase, the last

one at 0 conforming to IEC 60947-4-1
Boja Grey (RAL 7011)

Dopunske informacije
Kompatibilnost proizvoda LC1E38
Tip mreže AC
Mrežna frekvencija 50...60 Hz
Držač za montažu Ispod kontaktora

Ploča, sa posebnim priborom
Rail, with specific accessories

Klasa okidanja preopterecenja Klasa 10A u skladu sa IEC 60947-4-1
Signalna funkcija Indikator okidanja releja
Podešavanje termičkog preopterećenja 30…38 A
Prag okidanja 1.14 +/- 0.06 Ir conforming to IEC 60947-4-1
Mehanička robusnost Shocks: 6 Gn for 11 ms conforming to IEC 60068-2-7

Vibrations: 3 Gn conforming to IEC 60068-2-6
Sastav pomoćnog kontakta 1 NO + 1 NC
[ith] dozvoljena termička struja u vazduhu 5 A za signalno kolo
[ue] nazivni napon <= 690 V AC
Pripadajući osigurač 40 A aM za kolo napajanja

80 A gG za kolo napajanja
5 A gG for signalling circuit

[ui] nazivni napon izolacije 690 V conforming to IEC 60947-4-1
[uimp] nazivni podnosivi impulsni napon 6 kV
Lokalna signalizacija Trip indicator
Način upravljanja Push-button red stop:

Push-button green reset:
Temperaturna kompenzacija -20…60 °C
Povezivanje - priključci Signalling circuit: screw clamp terminals 2 1…2.5 mm² - cable stiffness: flexible

without cable end
Signalling circuit: screw clamp terminals 2 1…2.5 mm² - cable stiffness: flexible
with cable end
Signalling circuit: screw clamp terminals 2 1…2.5 mm² - cable stiffness: solid
without cable end
Power circuit: screw clamp terminals 1 2.5…10 mm² - cable stiffness: flexible
without cable end
Kolo napajanja: vijčani priključni blokovi 1 1,5…6 mm² - krutost kabla: fleksibilni
sa kablovskim završetkom
Kolo napajanja: vijčani priključni blokovi 1 2,5…10 mm² - krutost kabla: jednožični
bez kablovskog završetka

Moment pritezanja Kolo napajanja: 2,5 N.m - na vijčani priključni blokovi
Signalling circuit: 1.7 N.m - on screw clamp terminals
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Visina 44,5 mm
Širina 45 mm
Dubina 70 mm
Masa proizvoda 0,13 kg

Okruženje
Standardi IEC 60947-5-1

IEC 60947-4-1
Sertifikacija proizvoda GOST
Zaštitni tretman TH conforming to IEC 60068
Ip stepen zaštite IP20 conforming to IEC 60529
Temperatura okoline za rad -20…60 °C bez promene karakteristika u skladu sa IEC 60947-4-1

-20…70 °C with derating
Temperatura okoline za skladištenje -60…80 °C
Otpornost na vatru 850 °C conforming to IEC 60068-2-1
Dielektrična snaga 6 kV at 50 Hz conforming to IEC 60255-5
Elektromagnetna kompatibilnost Surge withstand: 6 kV conforming to IEC 60801-5

Pakovanje
Pakovanje 1 težina 0,161 kg

Održivost ponude
Propis REACh REACh Deklaracija
REACh bez SVHC Da
EU RoHS direktiva Usaglašeno EU RoHS Deklaracija
Bez žive Da
Informacije o RoHS izuzecima Da
RoHS regulativa za Kinu RoHS Deklaracija Za Kinu
WEEE Ovaj proizvod je na tržištima Evropske unije neophodno odložiti u skladu sa

specifičnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija
Garancija 18 meseci

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=61657418&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=61657418&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=61657418&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=61657418&lang=en-us

