TehniCke karakteristike

proizvoda
Karakteristike

LV426104

EDELMAKS

prekidaC Compact NSXm 50A 3P 16kA na
380/415V(IEC), EverLink stopica

Dopunske informacije
[ui] nazivni napon izolacije

Osnovne informacije

Grupa proizvoda

Ime proizvoda

Compact
Compact NSXm

Grupa proizvoda

Compact NSXm

Kratko ime uredaja NSXm 50E
Tip proizvoda ili Prekidac
komponente
Primena uredaja Zastita
Razvod elektricne energije
Number of poles 3P
Opis zasti¢enih polova 3d
[in] nazivna struja 50 A pri 40 °C
[ue] nazivni napon 690 V AC 50/60 Hz
Tip mreze AC
Mrezna frekvencija 50/60 Hz
Pogodno za izolaciju Yes conforming to EN/IEC 60947-2
Kategorija upotrebe Kategorija A

[lcu] rated ultimate
short-circuit breaking
capacity

Performance level

25 KA lcu pri 220...240 V AC 50/60 Hz u skladu sa
IEC 60947-2

16 KA lcu pri 380...415 V AC 50/60 Hz u skladu sa
IEC 60947-2

10 KA Icu pri 440 V AC 50/60 Hz u skladu sa IEC
60947-2

8 KA lcu pri 500 V AC 50/60 Hz u skladu sa IEC
60947-2

E 16 kA 415V AC

Ime zastitne jedinice TM-D
Tehnologija zastitne Termomagnetna
jedinice

Funkcija zastitne Li

jedinice

Tip upravljanja Rugica

Circuit breaker Zavrtnjima

mounting mode

Sistemom na klik

800 V AC 50/60 Hz

[uimp] nazivni podnosivi impulsni napon

8 kV

[Ics] rated service short-circuit breaking capacity

25 KA pri 220...240 V AC 50/60 Hz u skladu sa IEC 60947-2
16 KA pri 380...415 V AC 50/60 Hz u skladu sa IEC 60947-2
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10 KA pri 440 V AC 50/60 Hz u skladu sa IEC 60947-2
8 kA pri 500 V AC 50/60 Hz u skladu sa IEC 60947-2

20000 ciklusa

10000 Cycles at 440 V In
20000 Cycles at 440 V In/2
5000 Ciklusa pri 690 V In
10000 ciklusa pri 690 V In/2

Nosaci za montazu Plo¢a
DIN Sina

1 Everlink stopica 2,5...95 mm?, puni ili finozi€ni aluminijum/bakar
1 Everlink stopica 2,5...70 mm?, fleksibilni bakar

Mehanicka trajnost

Elektricna trajnost

Connection terminals
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Povezivanje

35 Mm sa proSirivacima
27 mm bez proSirivaca

Broj 9 mm modula

9 modul

Tip zastite

L : for overload protection (thermal)
| : for short-circuit protection (magnetic)

Veli¢ina zastitne jedinice

50Aat40°C

Long-time pick-up adjustment type Ir (thermal Podesivo
protection)

[Ir] long-time protection pick-up adjustment range 0.7..1x1In
Long-time protection delay adjustment type tr Fiksno
[Im] magnetic protection pick-up range 600 A
Diferencijalna zastita Bez

Number of slots for electrical auxiliaries

1 slot(ova) za pomoc¢ni prekida¢ OF
1 slot(ova) za alarmni prekida¢ SD
1 slot(ova) za naponski okida¢ MN ili MX

Okruzenje
Width (W) 81 mm
Height (H) 137 mm
Depth (D) 80 mm
Masa proizvoda 1,06 kg
Boja Siva (RAL 7016)
Standardi EN/IEC 60947
Sertifikacija proizvoda CCC
EAC
Marine

Stepen zaprljanosti

Ip stepen zastite

3 conforming to IEC 60664-1
IP40 conforming to IEC 60529

Ik stepen zastite

IKO7 u skladu sa IEC 62262

Temperatura okoline za rad uredaja -25...70 °C
Temperatura okoline za skladistenje -50...85 °C
Relativna vlaznost 0...95 %

Nadmorska visina za rad uredaja

0...2000 m without derating
2000...5000 m sa promenom karakteristika

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 1,22 kg
Pakovanje 1 visina 9cm
Pakovanije 1 Sirina 12,5 cm
Pakovanje 1 duzina 22 cm

Odrzivost ponude

Status odrzive ponude
Propis REACh

Green Premium proizvod

i

EU RoHS direktiva

Usaglaseno B

Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okoliSa &
WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa

specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=442330581&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=442330581&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=442330581&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=442330581&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1607007EN

