TehniCke karakteristike

proizvoda
Karakteristike

LV429639

EDELMAKS

rastavlja¢ Compact NSX100NA - 100 A - 4P

Dopunske informacije

Osnovne informacije

Grupa proizvoda Compact
Ime proizvoda Compact NSX
Tip proizvoda ili Rastavlja¢
komponente
Kratko ime uredaja Compact NSX100NA
Broj polova 4P
Tip mreze AC
DC

[ue] nazivni napon

690 V AC 50/60 Hz u skladu sa IEC 60947-3

750 V DC 3 pola serijski u skladu sa IEC 60947-3
500 V DC 2 pola serijski u skladu sa IEC 60947-3
250 V DC 1 pol u skladu sa IEC 60947-3

[ie] nazivna struja

[ui] nazivni napon
izolacije

AC-22A: 100 A AC 50/60 Hz 220...690 V
AC-23A: 100 A AC 50/60 Hz 220...690 V
DC-22A: 100 A DC 250 V 1 pol

DC-22A: 100 A DC 500 V 2 poles in series
DC-23A: 100 A DC 250 V 1 pol

DC-23A: 100 A DC 500 V 2 poles in series

800 V AC 50/60 Hz u skladu sa IEC 60947-3

[uimp] nazivni podnosivi
impulsni napon

8 kV conforming to IEC 60947-3

[ith] dozvoljena termicka
struja u vazduhu

100 Aat60 °C

[icm] nazivna
kratkospojna moé
ukljuéenja

Kod prekidne mogi

330 KA sa zastitnim prekidacem
2,6 kA sam rastavlja¢

NA

Pogodno za izolaciju

Da u skladu sa EN 60947-3
Yes conforming to IEC 60947-3

Indikator pozicije
kontakta

Vidljivo prekidanje

Da

Ne

Stepen zaprljanosti

3 u skladu sa IEC 60664-1

Tip upravljanja Rucica
Nacin montiranja Fiksno
Nosaci za montazu Zadnja plo¢a
Gorniji prikljuc¢ak Prednja
Doniji prikljuéak Predniji

[icw] kratkotrajna podnosiva struja kratkog spoja

0.69 KA during 20 s conforming to IEC 60947-3
1.8 KA during 1 s conforming to IEC 60947-3
1.8 kA during 3 s conforming to IEC 60947-3

Mehanicka trajnost

50000 cycles conforming to IEC 60947-3
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Elektri¢na trajnost

AC-22A: 10000 ciklusa 250 V DC In/2 (1 pol) u skladu sa IEC 60947-3
AC-22A: 15000 ciklusa 690 V AC 50/60 Hz In/2 u skladu sa IEC 60947-3
AC-22A: 20000 ciklusa 440 V AC 50/60 Hz In u skladu sa IEC 60947-3
AC-22A: 35000 ciklusa 440 V AC 50/60 Hz In/2 u skladu sa IEC 60947-3
AC-22A: 5000 ciklusa 500 V DC In (2 pola serijski) u skladu sa IEC 60947-3
AC-22A: 8000 ciklusa 690 V AC 50/60 Hz In u skladu sa IEC 60947-3
AC-23A: 10000 ciklusa 250 V DC In/2 (1 pol) u skladu sa IEC 60947-3
AC-23A: 15000 ciklusa 690 V AC 50/60 Hz In/2 u skladu sa IEC 60947-3
AC-23A: 20000 ciklusa 440 V AC 50/60 Hz In u skladu sa IEC 60947-3
AC-23A: 35000 ciklusa 440 V AC 50/60 Hz In/2 u skladu sa IEC 60947-3
AC-23A: 5000 ciklusa 500 V DC In (2 pola serijski) u skladu sa IEC 60947-3
AC-23A: 8000 ciklusa 690 V AC 50/60 Hz In u skladu sa IEC 60947-3

Povezivanje 35 mm
Visina 161 mm
Sirina 140 mm
Dubina 86 mm
Masa proizvoda 2,2 kg
Okruzenje
Standardi EN/IEC 60947
UL 508
Sertifikacija proizvoda EAC
CccC

Ip stepen zastite

IP40 u skladu sa IEC 60529

Ik stepen zastite

IKO7 u skladu sa IEC 62262

Klasa zastite od elektricnog udara Klasa Il
Temperatura okoline za rad uredaja -35...70 °C
Temperatura okoline za skladistenje -55...85 °C
Pakovanje

Tip jedinice pakovanja 1 PCE

Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 2,28 kg
Pakovanje 1 visina 14 cm
Pakovanije 1 Sirina 14,8 cm
Pakovanje 1 duzina 19,2 cm
Pakovanije 2 tezina 21,912 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 7
EU RoHS direktiva Usaglaseno 7y
Bez zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okolisa &
Profil cirkularnosti &

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija

Garancija 18 meseci
2 Lifels On Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=849060&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=849060&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=849060&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=849060&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120606EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI120604EN

