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Tehnicke karakteristike LV430515

proizvoda zastitna jedinica - Micrologic 6.2 A - 160 A - 4P
Karakteristike 44

Osnovne informacije

Dopunske informacije

Grupa proizvoda

Grupa proizvoda

Compact
ComPact NSX100...250

Tip proizvoda ili
komponente

Zastitna jedinica

Ime zastitne jedinice

Micrologic 6.2 A

Tehnologija zastitne
jedinice
Kompatibilnost grupe
proizvoda

Elektronska

Compact NSX160
Compact NSX250

Primena uredaja

Razvod elektricne energije

Broj polova 4P
Opis zasti¢enih polova 4t
3t
3t+ OSN
3t+ N/2
Pozicija nultog Levo
provodnika
Funkcija zastitne LSIG
jedinice
Tip zastite L : for overload protection (long time)

S : for short time short-circuit protection
| : for instantaneous short-circuit protection
Zastita od zemljospoja

Trip unit rated current

160 A at 40 °C

[ue] nazivni napon

690 V AC 50/60 Hz

Tip mreze

Mrezna frekvencija

AC
50/60 Hz

Long-time pick-up adjustment type Ir (thermal
protection)

Podesivo 9 podeSavanja

[Ir] long-time protection pick-up adjustment range

Long-time protection delay adjustment type tr

63...160 A

Podesivo

[tr] long-time protection delay adjustment range

15...400 S at1.5xIr
0.35..11Sat7.2xlIr
0.5...16sat6xIr

Termicka memorija

Short-time protection pick-up adjustment type Isd

20 minuta pre i nakon okidanja

Podesivo, 9 podesavanja

[Isd] Short-time protection pick-up adjustment range

1.5.10xIr

Short-time protection delay adjustment type tsd

Podesivo

[tsd] Short-time protection delay adjustment range

Instantaneous protection pick-up adjustment type li

0...0,4 Sekundi I’t=off

0,1...0,4 sekundi I*t=on

Podesivo

[li] instantaneous protection pick-up adjustment
range

1.5...12 x In Compact NSX250
1.5...15 x In Compact NSX160

Ground-fault protection pick-up adjustment type Ig

[Ig] ground-fault protection pick-up adjustment range

Podesivo

0.2.1xInzaln=40A
04.1xInzaln>40A
Ig omoguéavanje on/off
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Ground-fault protection time delay adjustment type tg

Podesivo

[tg] ground-fault protection time delay adjustment

range

0...0,4 Sekundi I?t=0off
0,1...0,4 sekundi I’t=on

Diferencijalna zastita

Bez

Neutral protection settings

0.5 x Ir (3t + N/2)
1 x Ir (4t)

1.6 x Ir (3t + OSN)
No protection (3t)

Zona selektivne blokade zsi

Lokalna signalizacija

Sa

Flashing LED (green) for ready to operate
LED 105 % Ir (red) for overload
LED 90 % Ir (orange) for overload

Tip displeja

LCD displej

Tip merenja

Ampermetar

Komunikacija podataka

Trenutne i angazovane vrednosti

Merenje elektricne energije

Kvalitet snage

Pode$avanja zastite i alarma

Indikatori vezani za odrzavanje

Belezenje sa informacijom o vremenu podatka za istoriju uredaja i event tabelu
Angazovane vrednosti struje i snage

Maksimalno izmerene/minimalno izmerene veli€ine

Snimanje elektri¢nih podataka

Indikatori odrzavanja

Okruzenje

Standardi EN/IEC 60947-2
UL 508

Sertifikacija proizvoda Ccc
Marine
EAC

Temperatura okoline za rad uredaja -25...70 °C

Temperatura okoline za skladisStenje -40...85 °C

Pakovanje

Pakovanje 1 tezina 657 g

Pakovanje 2 tezina 7,673 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 7
EU RoHS direktiva Usaglageno 7]
Bez Zive Da
Informacije o RoHS izuzecima 7y
RoHS regulativa za Kinu &
Izjava o zastiti okolisa 7
Profil cirkularnosti &
Ugovorna garancija
Garancija 18 meseci
2 Lifels On Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=849538&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=849538&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=849538&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=849538&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120606EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI120604EN

