TehniCke karakteristike

proizvoda
Karakteristike

LV433837

Prekida¢ ComPact NSKS160F, 36 kA pri 415
VAC, MicroLogic 4.2 Vigi okida¢ 160 A, 4 pola

4d

EDELMAKS

Dopunske informacije

Osnovne informacije

Grupa proizvoda

Ime proizvoda

Compact
Compact NSX

Grupa proizvoda

ComPact NSX100...250

Kratko ime uredaja

VigiCompact NSX160F

Tip proizvoda ili
komponente

Primena uredaja

Diferencijalni prekida¢

Razvod elektricne energije

Number of poles 4P
Opis zasti¢enih polova 4t

3t

3t+ N/2
Pozicija nultog Levo

provodnika

[in] nazivna struja

160 A pri 40 °C

[ue] nazivni napon

440V AC 50/60 Hz

Tip mreze AC

Mrezna frekvencija 50/60 Hz

Pogodno za izolaciju Da u skladu sa EN/IEC 60947-2
Kategorija upotrebe Kategorija A

[lcu] rated ultimate
short-circuit breaking
capacity

85 KA Icu pri 220/240 V AC 50/60 Hz u skladu sa
IEC 60947-2

36 KA Icu pri 380/415 V AC 50/60 Hz u skladu sa
IEC 60947-2

35 KA lcu pri 440 V AC 50/60 Hz u skladu sa IEC
60947-2

Performance level

F 36 kA415V AC

Ime zastitne jedinice

Micrologic 4.2

Tehnologija zastitne
jedinice

Elektronska

Funkcija zastitne LSolR
jedinice

Tip upravljanja Rucica
Circuit breaker Fiksno

mounting mode

[ui] nazivni napon izolacije

500 V AC 50/60 Hz

[uimp] nazivni podnosivi impulsni napon

8 kV

[Ics] rated service short-circuit breaking capacity

Mehanicka trajnost

85 KA pri 220/240 V AC 50/60 Hz u skladu sa IEC 60947-2
36 KA pri 380/415 V AC 50/60 Hz u skladu sa IEC 60947-2
35 kA pri 440 V AC 50/60 Hz u skladu sa IEC 60947-2

40000 ciklusa

Elektri¢na trajnost

20000 Ciklusa pri 440 V In
40000 ciklusa pri 440 V In/2

Nosaci za montazu Zadnja plo¢a
Gorniji prikljuc¢ak Prednja
Doniji prikljucak Predniji
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Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Povezivanje

35 mm

Tip zastite

Zastita od preopterec¢enja (dugotrajno)

Kratkotrajna zastita od kratkog spoja sa fiksnim kasnjenjem

Trenutna zastita od kratkog spoja
Diferencijalna zastita

Veli¢ina zastitne jedinice

160 A pri 40 °C

Long-time pick-up adjustment type Ir (thermal
protection)

Podesivo 9 podeSavanja

[Ir] long-time protection pick-up adjustment range

Long-time protection delay adjustment type tr

63...160 A

Fiksno

[tr] long-time protection delay adjustment range

11 Sekundi pri 7.2 x Ir
16 Sekundi pri 6 x Ir
400 sekundi pri 1.5 x Ir

Termicka memorija

20 minuta pre i nakon okidanja

Short-time protection pick-up adjustment type Isd Podesivo
[Isd] Short-time protection pick-up adjustment range 1.5..10 x Ir
Short-time protection delay adjustment type tsd Fiksno
[tsd] Short-time protection delay adjustment range 0,02 sekundi
Instantaneous protection pick-up adjustment type li Fiksno
[li] instantaneous protection pick-up adjustment 2400 A
range
Diferencijalna zastita Integrisana
Klasa diferencijalne zastite Klasa A
Earth-leakage protection sensitity adjustment type Podesiva
IAn
[IAn] earth-leakage protection sensitivity adjustment 30 MA
range 100 MA

300 MA

500 MA

1A

3A

5A
Earth-leakage protection specific mode OFF upotreba |An obrtnog prekidaca
Earth-leakage protection time delay adjustement Podesiva
type At
[At] Earth-leakage protection time delay adjustment 0 Milisekundi
range 60 Milisekundi

150 Milisekundi
500 Milisekundi
1 sekundi

Neutral protection settings

Zona selektivne blokade zsi

0.5 x Ir (3t + N/2)
1 x Ir (4t)
Bez zastite (3t)

Bez

Number of slots for electrical auxiliaries

5 slot(ova)

Lokalna signalizacija

Zauredaj spreman za rad: flashing LED (zelena)
Zapreoptere¢enje: LED 105 % Ir (crvena)
Zapreoptere¢enje: LED 90 % Ir (narandzasta)

Width (W) 140 mm
Height (H) 161 mm
Depth (D) 86 mm
Masa proizvoda 2,4 kg
Okruzenje
Standardi EN/IEC 60947
Sertifikacija proizvoda CCC
EAC
Marine
Kategorija prenapona Klasa Il
Klasa zastite od elektri¢nog udara Klasa Il

Stepen zaprljanosti

3 u skladu sa IEC 60664-1

Ip stepen zastite

Ik stepen zastite

IP40 u skladu sa IEC 60529
IKO7 u skladu sa IEC 62262

Schneider

Lifels On
LElectric



Temperatura okoline za rad uredaja -25...70 °C

Temperatura okoline za skladistenje -40...85 °C
Relativna vlaznost 0...95%
Nadmorska visina za rad uredaja 0...2000 m bez promene karakteristika

2000 m...5000 m sa promenom karakteristika

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 2,6 kg
Pakovanje 1 visina 13,5¢cm
Pakovanije 1 Sirina 14,5 cm
Pakovanje 1 duzina 19,3 cm
Tip jedinice pakovanja 2 S02
Broj jedinica u pakovanju 2 4
Pakovanije 2 tezina 10,92 kg
Pakovanje 2 visina 15cm
Pakovanje 2 Sirina 30 cm
Pakovanje 2 visina 40 cm

Odrzivost ponude

Status odrzive ponude Green Premium proizvod

Propis REACh i)

EU RoHS direktiva Usaglageno &

Bez Zive Da
Informacije o RoHS izuzecima i)
RoHS regulativa za Kinu i
Izjava o zastiti okolisa i
Profil cirkularnosti i
WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa

specifiénim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Bez PVC Da

Ugovorna garancija

Garancija 18 meseci

Lifels®n | Schneider
LPElectric


https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=458733964&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=458733964&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=export&pid=458733964&lang=en-us
https://checkaproduct.se.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=458733964&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1709001EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1709001EN

