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Prekida¢ Masterpact MTZ1 10H2 - 1000 A - 4P
izvlacCivi - bez Micrologic.a

TehniCke karakteristike

proizvoda
Karakteristike

Osnovne informacije

Grupa proizvoda Masterpact
Ime proizvoda Masterpact MTZ1
Kratko ime uredaja MTZ1 10 H2
Tip proizvoda ili Prekidac
komponente

Primena uredaja Zastita

Broj polova 4P

Pozicija nultog Levo
provodnika

Tip mreze AC

Mrezna frekvencija 50/60 Hz
Kod prekidne modi H2

Pogodno za izolaciju

Yes conforming to IEC 60947-2

Selectivity category Kategorija B
Dopunske informacije
Tip upravljanja Taster
Nacin montiranja Izvlacivo
Nosaéi za montazu Sine
Plo¢a
[in] nazivna struja 1000 A at 40 °C

[ui] nazivni napon izolacije

1000 V AC 50/60 Hz conforming to IEC 60947-2

[uimp] nazivni podnosivi impulsni napon 12 kV conforming to IEC 60947-2

105 KA 220/415 V AC pri 50/60 Hz
105 KA 440 V AC pri 50/60 Hz

88 KA 500/525 V AC pri 50/60 Hz
88 kA 660/690 V AC pri 50/60 Hz

[ue] nazivni napon 690 V AC 50/60 Hz conforming to IEC 60947-2

Ct veli¢ina prekidaca 630 A
400 A
1000 A
800 A

50 KA Icu pri 220/415 V AC 50/60 Hz u skladu sa IEC 60947-2
50 KA Icu pri 440 V AC 50/60 Hz u skladu sa IEC 60947-2

42 KA lcu pri 500/525 V AC 50/60 Hz u skladu sa IEC 60947-2
42 KA Icu pri 660/690 V AC 50/60 Hz u skladu sa IEC 60947-2

50 KA pri 220/415 V AC 50/60 Hz u skladu sa IEC 60947-2
50 KA pri 440 V AC 50/60 Hz u skladu sa IEC 60947-2

42 KA pri 500/525 V AC 50/60 Hz u skladu sa IEC 60947-2
42 KA pri 660/690 V AC 50/60 Hz u skladu sa IEC 60947-2

12500 ciklusa sa periodi¢nim preventivnim odrzavanjem u skladu sa IEC 60947-2

3000 Ciklusa 690 V AC 50/60 Hz u skladu sa IEC 60947-2

6000 Ciklusa 440 V AC 50/60 Hz u skladu sa IEC 60947-2

AC-23A: 3000 ciklusa 690 V AC 50/60 Hz u skladu sa IEC 60947-3
AC-23A: 6000 cycles 440 V AC 50/60 Hz conforming to IEC 60947-3
AC-3: 6000 ciklusa 440 V AC 50/60 Hz u skladu sa IEC 60947-3

Povezivanje 70 mm

42 KA 0.5 s u skladu sa IEC 60947-2
42 KA 1 s u skladu sa IEC 60947-2
24 kA 3 s u skladu sa IEC 60947-2

[icm] nazivna kratkospojna mo¢ ukljuéenja
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Performance level

[ics] servisna prekidna moé

Mehanicka trajnost

Elektri¢na trajnost

[icw] kratkotrajna podnosiva struja kratkog spoja
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi

Dec 7, 2020
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Integrisana trenutna zastita 81...99 kKA

Maksimalno vreme prekidanja 25 milisekundi
Maksimalno odzivno vreme zatvaranja 50 milisekundi
Visina Izvlacivi prekida¢ bez Sasije: 259,5 mm

Izvladivi prekidac sa Sasijom: 322 mm

Sirina Izvlacivi prekida¢ bez Sasije: 306,5 mm
Izvlacivi prekida¢ sa Sasijom: 358 mm

Dubina Izvlagivi prekida¢ bez $asije: 207,5 mm
Izvlagivi prekida¢ sa Sasijom: 266 mm

Okruzenje
Standardi IEC 60947-2
IEC 60364-8-1
Sertifikacija proizvoda LCIE
ASEFA
Stepen zaprljanosti 3 u skladu sa IEC 60947-1
Temperatura okoline za rad uredaja -25...70 °C
Temperatura okoline za skladistenje -40...85 °C
Pakovanje
Pakovanje 1 tezina 14,628 kg
Pakovanje 1 visina 4,000 dm
Pakovanje 1 §irina 4,000 dm
Pakovanje 1 duzina 3,000 dm
Odrzivost ponude
Status odrzive ponude Green Premium proizvod
Propis REACh 7]

EU RoHS direktiva Usaglageno 2

Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu &7
Izjava o zastiti okolisa 7
Profil cirkularnosti 7
2 Lifels On Sclénﬁi[dﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=441044457&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=441044457&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=441044457&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=441044457&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1706010EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1706010EN

