TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

METSEPM3255
PM3255 multimetar - 2 digitalni | - 2 digitalni O
- RS485
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Dopunske informacije

navg 1008 A
UV et 56.25 KW
POS  w 113254_1 KWWh

Osnovne informacije

Grupa proizvoda PowerlLogic

Ime proizvoda PowerLogic PM3000
Kratko ime uredaja PM3255

Tip proizvoda ili Multimetar
komponente

Analize kvaliteta napajanja

Up to the 15th harmonic

Primena uredaja

ViSe tarifa
Nadzor potrosnje elektriCne energije
Alokacija troSkova

Tip merenja

Active and reactive power

Apparent power

Current

Voltage

Energy

Power factor

Frequency

Ukupno strujno harmonijsko izobli¢enje THD (1)
Ukupno naponsko harmonijsko izobli¢enje THD (U)

Supply voltage

Mrezna frekvencija

100...277 V AC 45...65 Hz
173...480 V AC 45...65 Hz
100...300 V DC

60 Hz
50 Hz

[in] nazivna struja

5A
1A

Type of network

Snaga potrosnje u va

3P
3P +N
1P +N

5VA

Tip displeja

Pozadinski osvetljen LCD

Rezolucija displeja

128 x 96 piksela

Brzina uzorkovanja

Struja merenja

32 uzorka/ciklus

0,02...1,2A
0,05...6 A

Tip analognog ulaza

Struja 0..5 A
Struja 0...1 A

Mereni napon

Opseg merenja frekvencije

50...330 V AC 45...65 Hz direktno

50...330 V AC 45...65 Hz izmedu faze i nule

80...570 V AC 45...65 Hz direktno

80...570 V AC 45...65 Hz medufazno

570...999000 V AC 45...65 Hz sa spoljadnjim VT (naponskim transformatorom)

45...65 Hz

Broj ulaza

2 digitalni 0...4 mA 11...40 V DC
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Tacnost merenja

Struja 0.3 % 0.5...6 A

Struja 0.5 % 0.1...1.2 A
Napon 0.3 % 50...330 V
Napon 0.3 % 80...570 V

Klasa ta¢nosti

Class 0.5S active energy conforming to IEC 62053-22
Class 1 active energy conforming to IEC 62053-21
Class 2 reactive energy conforming to IEC 62053-23
Klasa C aktivna energija u skladu sa EN 50470-3

Broj izlaza 2 digitalni (tranzistorski)

Prikazana informacija Tariff (4)

Protokol komunikacionog porta Modbus pri 9.6...38.4 kbauds

Komunikacioni port podrzava RS485

Snimanje podataka Upis podataka potrosnje elektricne energije
15 alarma

Upis podataka o snazi
Precizno vremensko belezenje ulazne velicine
Minimum/maksimum trenutnih vrednosti

Kapacitet memorije

512 kB

Nacin montiranja

Sistemom na klik

Drza¢ za montazu

DIN rail

Standardi

IEC 61557-12
EN 50470-3
EN 61557-12
EN 50470-1
EN 61010-1
UL 61010-1
IEC 62052-11

Sertifikacije proizvoda

CE u skladu sa EN 61010-1
CULus conforming to UL 61010-1

UL
Sirina 90 mm
Dubina 70 mm
Visina 95 mm
Masa proizvoda 0,26 kg

Okruzenje

Elektromagnetna kompatibilnost

Elektrostaticka praznjenja nivo 4 u skladu sa IEC 61000-4-2

Osetljivost na elektromagnetna polja nivo 3 u skladu sa IEC 61000-4-3
Electrical fast transient/burst immunity test level 4 conforming to IEC 61000-4-4
1.2/50 ps test otpornosti udarnog talasa nivo 4 u skladu sa IEC 61000-4-5
Conducted RF disturbances level 3 conforming to IEC 61000-4-6

Magnetno polje na frekvenciji napajanja - test nivo: 0.5 mT u skladu sa IEC
61000-4-8

Conducted and radiated emissions class B conforming to EN 55022

Kategorija prenapona

Ip stepen zastite

IP40 front panel: conforming to IEC 60529
IP20 body: conforming to IEC 60529

Relativna vlaznost

5...95 % at 50 °C

Stepen zaprljanosti 2
Temperatura okoline za rad -25...55 °C
Temperatura okoline za skladistenje -40...85 °C
Nadmorska visina za rad 0...3000 m
Pakovanje

Pakovanje 1 tezina 0,402 kg
Pakovanje 1 visina 0,900 dm
Pakovanje 1 Sirina 1,350 dm
Pakovanje 1 duzina 1,350 dm
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Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 2
EU RoHS direktiva Usaglageno i)
Bez Zive Da
Informacije o RoHS izuzecima 2
RoHS regulativa za Kinu i)
Izjava o zastiti okolisa 7Y
Profil cirkularnosti i

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specifi€nim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija

Garancija

18 months

Lifels®n | Schneider
LPElectric


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=92812904&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=92812904&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=92812904&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=92812904&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111275EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111258EN

