EDELMAKS

MGU3.101.18S
Unica - jednopolni prekidac - 10 AX 250 VAC -
1 m - beli

TehniCke karakteristike

proizvoda
Karakteristike

Osnovne informacije

Range of product Unica
. p Ime dekorativnog Unica (standardna estetika)
N elementa
§ Tip proizvoda ili Prekidac
N komponente
\ Prezentacija uredaja Mehanizam
Funkcija prekidac¢a 1-pole 1-way
. Primena uredaja Upravljanje

Zastitna oprema Konektor internog napajanja

Nijansa boje Bela

Dopunske informacije
Nazivna struja

10 AX at 250 V AC 50/60 Hz
10000 cycles
>5 MOhm at 500 V

Elektriéna trajnost

Otpornost izolacije

Dielektricna snaga 2000V
Minimalna mo¢ iskljuenja opterecenja 200 operations 1.25 In and 1.1 Un, cos phi = 0.3
Udaljenost otvaranja >3 mm

Izvréni organ Preklopni prekidac

Broj modula 1 modul

Signalna lampica LED, boja: tamnozuta, potro$nja struje: 0.15 mA, porast temperature: 15 °C

Povezivanje - prikljucci Prikljucci bez zavrtnjeva

0...2,5 Mm? kruti kabl
0...2,5 mm? fleksibilni kabl

Popreéni presek kabla
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Materijal ASA + PC: mehanizam poklopca
Nacin priévrscivanja Uticno
Sirina 22,5mm
Visina 45 mm
Dubina 34 mm
Dubina za ugradnju 22 mm
Masa proizvoda 0,0195 kg
Temperatura okoline za rad uredaja 25...35°C
Temperatura okoline za skladistenje 0...50 °C
Standardi EN 60669-1
LV direktiva

EMC direktiva
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Ip stepen zastite

Ik stepen zastite

IP20
IKO1

Karakteristike Zivotne sredine

Tecnost za CiS¢enje prozora
Benzin

Izbeljivac

Aceton

Tecni sapun

Amonijak

Ulje

Alkohol

UV otpornost

Karakteristike vezane za zdravlje

Bez halogena

Odrzivost ponude
Status odrzive ponude

Green Premium proizvod

Propis REACh

REACh bez SVHC

e

Da

EU RoHS direktiva

Usaglaseno Er

Bez toksi¢nih teskih metala Da
Bez zive Da
Informacije o RoHS izuzecima 7]
RoHS regulativa za Kinu 7
Izjava o zastiti okolisa &7

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u

kontejnere za otpatke.

Ugovorna garancija

Garancija 18 months
2 Lifels On Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=340890&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=340890&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=340890&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=340890&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP060306EN

