TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS
MGU3.505.18

Unica - termostat sa nedeljnim programiranjem
- 230 VAC - 2 m - beli

Dopunske informacije

Osnovne informacije

Grupa proizvoda Unica

Ime dekorativnog Unica (standardna estetika)
elementa

Tip proizvoda ili Programabilan termostat (nedeljno)
komponente

Prezentacija uredaja Mehanizam

Nijansa boje White

[ue] nazivni napon

230 V AC +/- 10 % pri 50/60 Hz

Struja prekidanja opterec¢enja Inductive: 5 A
Resistive: 8 A

Elektricna klasa izolacije Klasa Il

Broj modula 2 modula

Tip elektronskog prekidaca Tip 1B

Kapacitet prikljucaka

<= 2 x 2.5 mm? za fleksibilni kabl(ovi)
<=2 x 2.5 mm? za kruti kabl(ovi)

Tip kontakata i sastav

Povezivanje - prikljucci

1C/O

Vijéani prikljucci

Prikazana informacija

Dan

Temperatura prostorije 0 do 45 °C
Ukljucena klimatizacija

Vreme

Vreme Cuvanja podataka

7 dana €uvanje informacija o vremenu i programa

Oznacavanje L+N

Klasa softvera Klasa A

Podesavanje temperature Tmax
Tmin

Diferencijalna
Zastita od mraza

Opseg podeSavanja temperature

Tacénost merenja

5..35°C
05°C

Materijal ASA + PC: mehanizam poklopca
Nacin priévrscivanja Uti¢no
Minimalna visina montaze 1,5m
Dubina 45 mm
Sirina 45 mm
Visina 45 mm
Dubina za ugradnju 33 mm
Masa proizvoda 0,0625 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Ip stepen zastite 1P20
Ik stepen zastite IKO1
Temperatura okoline za rad 0...50 °C
Temperatura okoline za skladistenje -5...565°C
Relativna vlaznost 20...85 %
Karakteristike zivotne sredine Alkohol
Aceton
Tecni sapun
UV otpornost

Tecénost za CiS¢enje prozora
Izbeljiva¢

Benzin

Ulje

Amonijak

Karakteristike vezane za zdravlje

Bez halogena

Standardi EN 60730-2-9
Pakovanje

Tip jedinice pakovanja 1 PCE

Broj jedinica u pakovanju 1 1

Pakovanje 1 tezina 979
Pakovanje 1 visina 6,4 cm
Pakovanje 1 Sirina 8cm
Pakovanje 1 duzina 8,5¢cm

Odrzivost ponude
Status odrzive ponude

Green Premium proizvod

Propis REACh

e

EU RoHS direktiva

Usaglaseno Er

Bez zive Da
Informacije o RoHS izuzecima 7]
RoHS regulativa za Kinu 7
Izjava o zastiti okolisa 7y
Ugovorna garancija
Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=348281&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=348281&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=348281&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=348281&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111141EN

