TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

MGU3.510.25
Unica - obrtni dimer - 230 VAC - 400 VA - krem

Dopunske informacije

DDHUEE

Osnovne informacije

Ime dekorativnog Unica (standardna estetika)

elementa

Tip proizvoda ili Obrtni dimer

komponente

Prezentacija uredaja Mehanizam

Nacin privrséivanja Uti¢no

Dimer - primene Induktivno optereéenje fluorescentne svetiljke sa
elektronskim transfom. 1-10 V

[ue] nazivni napon 230 V AC 50 Hz

Broj modula 2 modula

Nijansa boje poklopca Ivory

Dimer - upravljanje

ON/OFF na pritisak
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Maksimalna stalna struja 02A =
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Izlazna struja <=200 mA 2
Ukupan broj Zica 4 @
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Tip opterecenja Fluorescent tube (diameter: 26...38 mm): 1 1-10 V dimmable electronic ballast - g’g
400 VA 85 g
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Fluorescent tube, 36 W: 10 1-10 V dimmable electronic ballast - 400 VA §§ 5
Fluorescent tube, 2 x 16 W (diameter: 26...30 mm): 5 1-10 V dimmable electronic =gk
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ballast - 400 VA 58E
External relay: 50 1-10 V electronic ballast - 400 VA 573 %
235
Tip zastite Zastitni osigurad 58
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Tip osiguraca 4 Ah 5x20 mm 230V 50 Hz 83 §L§
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Povezivanje - priklju¢ci Vij¢ani prikljucci B gs :;
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Kapacitet prikljucaka <=2x2.5mm? gg S5
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Materijal ASA + PC: mehanizam poklopca &’;?; §
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Standardi EN 60669-2-1 3£82
s§889
Sertifikacija proizvoda CE e E
Aenor 22878
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Temperatura okoline za rad uredaja 5...30°C 28T %
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Temperatura okoline za skladistenje -20...60 °C ‘5§ 2g
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Dubina za ugradnju 34 mm £z £5
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Dubina 54 mm 2285
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Sirina 45 mm FE2s
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Masa proizvoda 0,104 kg & ﬁ;é
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Ik stepen zastite IKO1
Ip stepen zastite 1P20

Karakteristike Zivotne sredine Izbeljiva¢
Tecnost za CiS¢enje prozora
Amonijak
Tecni sapun
Alkohol
UV otpornost
Ulje
Benzin
Aceton

Karakteristike vezane za zdravlje Bez halogena

Odrzivost ponude
Status odrzive ponude Green Premium proizvod

Propis REACh &7

EU RoHS direktiva Usaglaseno B

Bez zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7
Izjava o zastiti okolisa 7]
Profil cirkularnosti 7
WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa

specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija

Garancija 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=348291&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=348291&lang=en-us
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=348291&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP060104EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI0601004EN

