
In
fo

rm
ac

ije
 n

av
ed

en
e 

u 
ov

oj
 d

ok
um

en
ta

ci
ji 

pr
ed

st
av

lja
ju

 o
pš

ti 
op

is
 o

dn
os

no
 te

hn
ič

ke
 k

ar
ak

te
ris

tik
e 

pe
rfo

rm
an

si
 p

ro
iz

vo
da

.
D

ok
um

en
ta

ci
ja

 n
ije

 n
am

en
je

na
 d

a 
bu

de
 z

am
en

a 
za

 n
iti

 s
e 

m
ož

e 
ko

ris
tit

i z
a 

od
re

đi
va

nj
e 

pr
ik

la
dn

os
ti 

i p
ou

zd
an

os
ti 

pr
oi

zv
od

a 
za

 s
pe

ci
fič

nu
 k

ra
jn

ju
 p

rim
en

u.
D

už
no

st
 je

 k
or

is
ni

ka
 o

dn
os

no
 in

te
gr

at
or

a 
da

 iz
vr

ši
 p

rim
er

en
u 

i s
ve

ob
uh

va
tn

u 
an

al
iz

u 
riz

ik
a,

 p
ro

ce
nu

 i 
pr

ov
er

u 
pr

oi
zv

od
a 

u 
po

gl
ed

u 
od

go
va

ra
ju

će
 s

pe
ci

fič
ne

 p
rim

en
e 

ili 
na

či
na

 k
or

iš
će

nj
a.

N
i S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
ni

 n
je

go
va

 p
ov

ez
an

a 
ili 

za
vi

sn
a 

dr
uš

tv
a 

ne
će

 s
no

si
ti 

od
go

vo
rn

os
t z

a 
zl

ou
po

tre
bu

 o
vd

en
av

ed
en

ih
 in

fo
rm

ac
ija

.

Dec 7, 2020
1

Tehničke karakteristike
proizvoda
Karakteristike

NSYPLAZ12126G
slobodnost. orman -poliest. PLAZ sa
podnožjem otvoreno dno VŠD1250x1250x620
IP54

Osnovne informacije
Grupa proizvoda Thalassa
Ime proizvoda Thalassa PLA
Enclosure type Više namena
Tip proizvoda ili
komponente

Pogodan orman

Version PLAZ
Nominal height 1250 mm
Nominal width 1250 mm
Nominal depth 620 mm
Montaža ormana Slobodnostojeći
Sastav uređaja 1 gornji deo

1 deo dna ormana
2 bočni deo
2 door
2 zadnji panel
1 postolje

Dopunske informacije
Tip kućišta Zatvoren gornji deo,otvoreni donji deo-delovi za sastavljanje sa bočnim stranama
Tip vrata Plain front
Broj vrata 2 door(s)
Otvaranje vrata Right and left (120 °)
Tip brave Zaključavanje u 4 tačke, ručica sa umetkom 5 mm dvostruki prorez
Dostupnost za operacije Zadnji deo

Prednji deo
Dno

Odvojivi delovi Door by hinges
Zadnji panel sa elementom za fiksiranje

Materijal Poliester ojačan staklenim vlaknima
Boja Siva (RAL 7035)
Standardi IEC 62208
Sertifikacija proizvoda Veritas

Okruženje
Ip stepen zaštite IP54 u skladu sa IEC 60529 (postolje tipa otvorenog dna)
Ik stepen zaštite IK10 u skladu sa IEC 62262 (ravna vrata)
Otpornost na vatru 960 °C u skladu sa IEC 62208
Temperatura okoline za skladištenje -35…90 °C

Pakovanje
Pakovanje 1 težina 72 kg

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Održivost ponude
Status održive ponude Green Premium proizvod
Propis REACh REACh Deklaracija
EU RoHS direktiva Proaktivna usaglašenost (proizvod nije u zakonskom okviru direktive EU

RoHS) EU RoHS deklaracija
Bez žive Da
Informacije o RoHS izuzecima Da
RoHS regulativa za Kinu RoHS Deklaracija Za Kinu
Izjava o zaštiti okoliša Profil Ekološke Prihvatljivosti Proizvoda

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=467073116&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=467073116&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=467073116&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=467073116&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110505EN

