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Tehničke karakteristike
proizvoda
Karakteristike

NSYSDC63
mod.konzola za Spacial SD Comp. upravljački
pult sa zadnjom stranicom Š600xD300

Osnovne informacije
Grupa proizvoda Spacial
Pribor / posebna
kategorija

Pribor za interfejs

Tip proizvoda ili
komponente

Modularne konzole

Anwendung Više namena
Nennmaße des
Gehäuses

-

Lokacija za montiranje Vrh upravljačkog pulta
Držač za montažu Slepi poklopci, zavisno od zahteva modularne

konzole
Kompatibilnost grupe
proizvoda

Spacial SD

Sastav uređaja 1 vrata
1 body
1 odstojnik
1 zadnji panel
4 step slides
2 lock

Količina po setu Set od 1

Dopunske informacije
Materijal Sheet steel
Boja Siva (RAL 7035)
Završna obrada Epoksi poliester prah
Tip zaključavanja Zaključavanje u 2 tačke, 3 mm dvostruki prorez
Način fiksiranja Sa elementom za fiksiranje - upravljački pult lokacija
Radni ugao 75 °
Visina 484 mm
Širina 600 mm
Dubina 300 Mm nazivno:

361 mm ukupno:

Okruženje
Ip stepen zaštite IP55 conforming to IEC 60529
Ik stepen zaštite IK10 conforming to IEC 62262

Pakovanje
Pakovanje 1 težina 22,000 kg

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Održivost ponude
Status održive ponude Green Premium proizvod
Propis REACh REACh Deklaracija
REACh bez SVHC Da
EU RoHS direktiva Proaktivna usaglašenost (proizvod nije u zakonskom okviru direktive EU

RoHS) EU RoHS deklaracija
Bez žive Da
Informacije o RoHS izuzecima Da
RoHS regulativa za Kinu RoHS Deklaracija Za Kinu
Izjava o zaštiti okoliša Profil Ekološke Prihvatljivosti Proizvoda

Ugovorna garancija
Garancija 18 meseci

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=10176446&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10176446&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10176446&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=10176446&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP100104EN

