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Tehnicke karakteristike NSYSMBK
proizvoda Spacial SM standardni set za spajanje -IP55-

Karakteristike spajanje boc¢nih strana
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B '8 Grupa proizvoda Spacial
Pribor / posebna Pribor za spajanje
kategorija
. . Tip proizvoda ili Set za spajanje
iR i Z@* Pusria komponente
Anwendung ViSe namena
Lokacija za montiranje Bo¢na veza 2 ormana
Kompatibilnost grupe Spacial SM compact enclosure
proizvoda
Sastav uredaja 1 zaptivka
Fixing elements .
8
Koli¢ina po setu Set od 1 3
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Dopunske informacije B
Materijal 9 x 11 zaptivku: EPDM o
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Nacin fiksiranja Sa elementom za fiksiranje %
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Pakovanije 5858
Pakovanje 1 tezina 1,75 kg 828
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i X 58
Propis REACh i § ; 3 %
058
REACh bez SVHC Da 5289
cPco
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=10176348&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10176348&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=10176348&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=10176348&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110923EN

