EDELMAKS
NSYTRV102PE

redna stezaljka za uzemlj.-10mm? 76A
jednostruka 1x1 vij¢ana - zeleno-zuta

TehniCke karakteristike

proizvoda
Karakteristike

Dopunske informacije
Sirina

Osnovne informacije

Grupa proizvoda

Ime proizvoda

Linergy
Linergy TR

Tip proizvoda ili

Prikljucni blok

komponente

Kratko ime uredaja TRV

Tip prikljuénog bloka Za uzemljenje
Nivo prikljuénog bloka 1

Nacin montiranja

Sistemom na klik

Nazivni poprecni presek 10 mm?
Duzina 47,7 mm
Boja Zelena-zuta
Koli¢ina po setu Set od 50

10,2 mm

Visina

47,5 mm

Povezivanje - prikljucci

1 x vij¢ani priklju€ak: priklju¢ak sa gornje strane

1 x vij¢ani priklju€ak: doniji

Number of connections 2
Pozicija prikljucka Po strani
Broj mernih ulaza 2

Poprecni presek kabla

Moment pritezanja

0,5...16 Mm?, jednozi¢ni

0,5...10 Mm?, fleksibilni sa

0,2...10 mm?, fleksibilni bez kablovskog zavrSetka

1,5...1,8 N.m

Duzina ogoljenog dela zice

10 mm

Tip alata

[in] nazivna struja

Povezivanje: odvija¢
Odvajanje: odvijac

76 A u skladu sa EN/IEC 60947-7-1

Materijal

Poliamid 6/6: izolaciono kuciste

Dielektrini gubitak

0,01 na 1 MHz u skladu sa IEC 60250
0,01 na 1 MHz u skladu sa VDE 0303-T4

Dielektrina konstanta

Otpornost

3,7na 1 MHz

10000 MQ.M u skladu sa IEC 60093
10000 MQ.m u skladu sa VDE 0303-T30

Otpornost povrsine

1000 GQ u skladu sa IEC 60093
1000 GQ u skladu sa VDE 0303-T30

Otpornost promene usled pritiska

Otpornost na plamen

500 CTI (> 400 kB) u skladu sa IEC 60093
500 CTI (> 400 kB) u skladu sa VDE 0303-T30

V0, debljina0,8 mm u skladu sa UL 94

Masa proizvoda

29,48 g
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Kompatibilnost grupe proizvoda

Prisma G
Prisma P
Prisma PH
Prisma Pack
Spacial
Kaedra
Pragma
TeSys

Kompatibilnost proizvoda

Spacial orman

Okruzenje

Sertifikacija proizvoda

IEC-Ex
CURus
LR
EAC
VDE
GL
ATEX
CSA
DNV

Dielektri¢na snaga

1000 V u skladu sa IEC 60243-1

Temperatura okoline za rad

-40...130 °C u skladu sa IEC 60216-1
-40...130 °C u skladu sa VDE 0304-T21

Pakovanje

Tip jedinice pakovanja 1 PCE

Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 30g
Pakovanje 1 visina 4,8cm
Pakovanje 1 Sirina 1cm
Pakovanje 1 duzina 4,7 cm
Pakovanje 2 tezina 1,48 kg
Pakovanje 3 tezina 10,725 kg

Odrzivost ponude

Status odrzive ponude
Propis REACh

Green Premium proizvod

i

EU RoHS direktiva

Usaglaseno Er

Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okoliSa &

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u

kontejnere za otpatke.

Ugovorna garancija

Garancija

18 meseci

Lifels On | Schneider

LElectric


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=403761588&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=403761588&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=403761588&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=403761588&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1304019EN

