TehniCke karakteristike

proizvoda
Karakteristike

OVA38357

Exiway Easyled- protivpani¢na svetiljka - u

EDELMAKS

trajnpom radu - 1 h - 240 Im

Dopunske informacije

Osnovne informacije

Grupa proizvoda

Exiway

Ime dekorativhog

Exiway Easyled

elementa

Tip proizvoda ili Oprema protivpani¢ne svetilike
komponente

Primena uredaja Osvetljenje

Funkcija Standardno

Napajanje U privremenom radu

Broj baterija

1x4,8V 1,6 Ah Ni-Cd (nikl-kadmijum)

Boja

Svetlosni izvor

Bela
LED integrisan LED 4 x 1 W

Boja svetlosnog izvora

Bela

Tip poklopca

Providna

Dodatne informacije za
uredaj

Moze se iskljuciti "rest" rezimom sa Teleur
daljinskom kontrolom

[ue] nazivni radni napon

220...230 V AC 50/60 Hz

Snaga potroSnje u va 3,9 VA
Snaga potros$nje u w 1TW
Struja potrosnje 16 mA
Elektricna klasa izolacije Klasa Il
Autonomija 1h
Vreme punjenja 12 sati

Svetlosni fluks

U slucaju opasnosti: 240 Im

Tip stakla

SitoStampano providno staklo

Materijal

Plastika: kuciste
Plastika: poklopac

Montaza uredaja

Flush wall
Surface wall
Surface ceiling
Flush false ceiling

Visina 37 mm
Sirina 292,5 mm
Dubina 116,5 mm
Masa proizvoda 0,57 kg
Okruzenje
Ip stepen zastite 1P42
Ik stepen zastite IKO7
Temperatura okoline za rad uredaja 5...30°C
Otpornost na vatru 850 °C
Sertifikacija proizvoda ENEC
Aenor
Standardi EN/IEC 60598-2-22
IEC 60695-2-10
Dec 7, 2020
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi



Pakovanje

Pakovanje 1 tezina 0,632 kg
Pakovanje 1 visina 0,470 dm
Pakovanje 1 Sirina 1,200 dm
Pakovanje 1 duzina 3,000 dm
Odrzivost ponude

Propis REACh 7
REACh bez SVHC Da

EU RoHS direktiva

Usaglaseno B

Bez toksi¢nih teskih metala

Da

Bez zive Da
Informacije o RoHS izuzecima 7

RoHS regulativa za Kinu 7]

Izjava o zastiti okolisa 7
Ugovorna garancija

Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=135888557&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=135888557&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=135888557&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=135888557&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP120813EN

