TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

RE17RAMU
vremenski relej kasnjenje po ukljucenju - 1
s..100 h-24.240VAC-10C

Dopunske informacije
Tip kontakata i sastav

Osnovne informacije

Grupa proizvoda

Tip proizvoda ili

Zelio Time

Modularni vremenski relej

komponente

Tip digitalnog izlaza Relej

Sirina 17,5 mm

Kratko ime uredaja RE17R

Tip kasnjenja At
A

Opseg vremenskog 1...10 min

kasnjenja 10...100 h
0.1.1s
6..60s
6...60 min
1..10s
1..10h

Nazivna izlazna struja 8A

1C/O

Materijal kontakata

Bez kadmijuma

Visina

Dubina

90 mm

72 mm

Nacin upravljanja

Selector switch front panel

[us] nazivni napon napajanja

24...240 V AC 50/60 Hz

24V DC
Opseg napona 0.85...1.1 Us
Frekvencija napajanja 50...60 Hz +/- 5 %
Release of input voltage 10V

Povezivanje - prikljucci

Moment pritezanja

Vijéani prikljuéci, 1 x 0.5...1 x 3.3 mm? (AWG 20...AWG 12) jednoziéni bez
kablovskog zavrSetka

Vijéani prikljuéci, 2 x 0.5...2 x 2.5 mm? (AWG 20...AWG 14) jednoziéni bez
kablovskog zavrSetka

Vijéani prikljuéci, 1 x 0.2...1 x 2.5 mm? (AWG 24...AWG 14) fleksibilni sa
kablovskim zavrsetkom

Vijéani prikljuéci, 2 x 0.2...2 x 1.5 mm? (AWG 24...AWG 16) fleksibilni sa
kablovskim zavrsetkom

0,6...1 N.m u skladu sa IEC 60947-1

Materijal kucista

Samogasivi

Tacnost ponavljanja

Temperaturni drift

+/- 0.5 % conforming to IEC 61812-1
+/- 0.05 %/°C

Naponski drift

+/- 0.2 %IV

Podesavanje tacnosti kasnjenja

+/- 10 % of full scale at 25 °C conforming to IEC 61812-1

Control signal pulse width

Otpornost izolacije

100 ms with load in parallel typical
30 ms typical

100 MOhm at 500 V DC conforming to IEC 60664-1

Vreme reseta

120 ms on de-energisation typical

Faktor opterecenja

Snaga potrosnje u va

100 %
0...32VAat240 VAC

Maksimalna potro$nja u w

0.6 Wat24 VvV DC
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Minimalna struja preklapanja

10mAat5VvDC

Maksimalna struja preklapanja 8 AAC/DC

Maksimalni napon preklapanja 250 VAC

Prekidna moc¢ 2000 VA

Operating frequency 10 Hz

Elektri¢na trajnost 100000 cycles (8 A at 250 V AC maximum) for resistive load
Mehanicka trajnost 10000000 ciklusa

Dielektri¢na snaga

2.5 kV 1 mA/1 minute 50 Hz conforming to IEC 61812-1

[uimp] nazivni podnosivi impulsni napon

5 kV during 1.2/50 ys

Power on delay

100 milisekundi

Oznacavanje

CE

Puzna staza

Sigurnosni podaci o pouzdanosti

4 kV/3 conforming to IEC 60664-1

B10d = 270000
MTTFd = 296.8 godina

Pozicija montaze

Any position in relation to normal vertical mounting plane

Drza¢ za montazu

Lokalna signalizacija

35 mm DIN rail conforming to EN/IEC 60715

LED indicator for on steady: relay energised, no timing in progress

LED indicator for flashing: timing in progress 80 % ON and 20 % OFF

LED indicator for pulsing: relay de-energised, no timing in progress (except
function Di-D, Li-L) 5 % ON and 95 % OFF

Masa proizvoda 0,07 kg

Vrsta kasnjenja A, At

Funkcionalnost Vremenska zakasnelo ukljuéenje
Kompatibilnost RE17

Okruzenje
Otpornost na mikroprekide 20 milisekundi
Standardi 2006/95/EC
2004/108/EC
IEC 618121
EN 61000-6-3
EN 61000-6-1
EN 61000-6-4
EN 61000-6-2
Sertifikacija proizvoda CSA
CULus
GL
Temperatura okoline za skladistenje -30...60 °C
Temperatura okoline za rad uredaja -20...60 °C

Ip stepen zastite

IP20 (terminal block) conforming to IEC 60529
IP40 (housing) conforming to IEC 60529
IP50 (front panel) conforming to IEC 60529

Otpornost na vibracije

20 m/s? (f= 10...150 Hz) conforming to IEC 60068-2-6

Otpornost na udare

15 gn for 11 ms conforming to IEC 60068-2-27

Relativna vlaznost

93 % without condensation conforming to IEC 60068-2-30

Elektromagnetna kompatibilnost

Electrostatic discharge immunity test: (in contact), level 3, 6 kV, conforming to
IEC 61000-4-2

Electrostatic discharge immunity test: (in air), level 3, 8 kV, conforming to IEC
61000-4-2

Susceptibility to electromagnetic fields: (80 MHz to 1 GHz), level 3, 10 V/m,
conforming to IEC 61000-4-3

Electrical fast transient/burst immunity test: (capacitive connecting clip), level 3, 1
kV, conforming to IEC 61000-4-4

Electrical fast transient/burst immunity test: (direct), level 3, 2 kV, conforming to
IEC 61000-4-4

1.2/50 ps shock waves immunity test: (differential mode), level 3, 1 kV,
conforming to IEC 61000-4-5

1.2/50 ps shock waves immunity test: (common mode), level 3, 2 kV, conforming
to IEC 61000-4-5

Conducted RF disturbances: (0.15...80 MHz), level 3, 10 V, conforming to IEC
61000-4-6

Voltage dips and interruptions immunity test: (1 cycle), 0 %, conforming to IEC
61000-4-11

Voltage dips and interruptions immunity test: (25/30 cycles), 70 %, conforming to
IEC 61000-4-11

Conducted and radiated emissions: , class B, conforming to EN 55022

Lifels On | Schneider

LElectric



Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 779
Pakovanje 1 visina 2,7cm
Pakovanije 1 Sirina 7,8 cm
Pakovanje 1 duzina 9,5¢cm
Pakovanije 2 tezina 3,676 kg
Pakovanje 3 tezina 65,06 kg

Odrzivost ponude

Status odrzive ponude Green Premium proizvod

Propis REACh i

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHs) &'

Bez Zive Da

Informacije o RoHS izuzecima 7Y

RoHS regulativa za Kinu 22

Izjava o zastiti okolisa 2

Profil cirkularnosti i)

WEEE Ovaj proizvod je na trzisStima Evropske unije neophodno odloziti u skladu sa

specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=180422194&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=180422194&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=180422194&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=180422194&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP121117EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI121113EN

