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RM22TG20
kontrolni relej - trofazni - 183...528 VAC, 2 C/O

TehniCke karakteristike

proizvoda
Karakteristike

Osnovne informacije

Dopunske informacije

Grupa proizvoda

Zelio Control

Tip proizvoda ili

Modularni relej merenja i kontrole

komponente

Tip releja Kontrolni relej
Broj faza mreze Trofazne

Ime releja RM22TG

Nadzirani parametri
releja

Redosled faza
Detekcija otkaza faze (2 ili viSe faza)

Tip vremenskog Bez
kasnjenja
Preklopna mo¢ u va 2000 VA

Opseg merenja 183...528 V napon AC

Vreme reseta

1500 ms at maximum voltage

Maksimalni napon preklapanja 250V AC
Minimalna struja preklapanja 10 mA pri5V DC
Maksimalna struja preklapanja 8AAC

[us] nazivni napon napajanja 208...480 V AC
Granice napona 183...528 V AC
Operating limits 183...528 V AC
Snaga potro$nje u va 15 VA pri 480 V AC 60 Hz
Prag detekcije napona <100V AC

Supply voltage frequency 50...60 Hz +/- 10 %
Izlazni kontakti 2 C/O

Kasnjenje starta po uklju¢enju napajanja 650 milisekundi
Vreme odziva <=200 ms

Kategorija prenapona

Il u skladu sa IEC 60664-1
Il conforming to UL 508

Otpornost izolacije

> 100 MOhm pri 500 V DC u skladu sa IEC 60255-27

Pozicija montiranja rucice

Povezivanje - prikljucci

Bilo koja pozicija

Vijéani priklju¢ci, 2 x 0.5...2 x 2.5 mm? (AWG 20...AWG 14) jednozi¢ni bez
kablovskog zavrsetka

Vijéani priklju¢ci, 2 x 0.2...2 x 1.5 mm? (AWG 24...AWG 16) fleksibilni sa
kablovskim zavrSetkom

Vijéani priklju¢ci, 1 x 0.5...1 x 3.3 mm? (AWG 20...AWG 12) jednozi¢ni bez
kablovskog zavrsetka

Vijéani priklju¢ci, 1 x 0.2...1 x 2.5 mm? (AWG 24...AWG 14) fleksibilni sa
kablovskim zavrSetkom

Moment pritezanja

0,6...1 N.m u skladu sa IEC 60947-1

Materijal kucista

Statusne led lampice

Samogasiva plastika

Relej ON: LED lampica (zuta)
Ukljuéen uredaj: LED lampica (zelena)

Drzac¢ za montazu

35 mm DIN Sina u skladu sa EN/IEC 60715

Elektri¢na trajnost

100000 ciklusa

Mehanicka trajnost

10000000 ciklusa
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Kategorija upotrebe

AC-15 u skladu sa IEC 60947-5-1
DC-13 u skladu sa IEC 60947-5-1
AC-1 u skladu sa IEC 60947-4-1
DC-1 u skladu sa IEC 60947-4-1

Sigurnosni podaci o pouzdanosti

MTTFd = 924.6 godina
B10d = 850000

Materijal kontakata

Bez kadmijuma

Sirina 22,5 mm
Masa proizvoda 0,09 kg
Okruzenje

Otpornost na mikroprekide 10 ms

Elektromagnetna kompatibilnost

Otpornost na stambenu, komercijalnu i laku industrijsku sredinu u skladu sa EN/
IEC 61000-6-1

Otpornost za industrijske sredine u skladu sa EN/IEC 61000-6-2

Standard emisije za stambene, poslovne i lake industrijske sredine u skladu sa
EN/IEC 61000-6-3

Standard emisije za industrijske sredine u skladu sa EN/IEC 61000-6-4
Elektrostaticka praznjenja - test nivo: 6 kV nivo 3 (kontakt praznjenja) u skladu sa
IEC 61000-4-2

Elektrostaticka praznjenja - test nivo: 8 kV nivo 3 (praznjenje u vazduhu) u skladu
sa IEC 61000-4-2

Test otpornosti na emisije vezane sa zraCenjem EM polja - test nivo: 10 V/m nivo
3 u skladu sa IEC 61000-4-3

Test otpornosti elektricnih brzih prelaza (EFT)/kratak signal - test nivo: 4 kV nivo
4 (direktno) u skladu sa IEC 61000-4-4

Test otpornosti elektricnih brzih prelaza (EFT)/kratak signal - test nivo: 2 kV nivo
4 (kapacitivna veza) u skladu sa IEC 61000-4-4

Test otpornosti udara - test nivo: 4 kV nivo 4 (asimetri¢ni napon) u skladu sa IEC
61000-4-5

Test otpornosti udara - test nivo: 2 kV nivo 4 (diferencijalni mod) u skladu sa IEC
61000-4-5

Emisije vezane sa vodovima i zracenjem klasa B grupa 1 u skladu sa CISPR 11
Emisije vezane sa vodovima i zracenjem klasa B u skladu sa CISPR 22

Standardi

Sertifikacija proizvoda

EN/IEC 60255-1

CE

EAC

Kina RoHS
RCM

GL

CSA

UL

Cccc

Temperatura okoline za skladistenje

-40...70 °C

Temperatura okoline za rad

Relativna vlaznost

-20...50 °C pri 60 Hz
-20...60 °C pri 50 Hz AC/DC

93...97 % pri 25...55 °C u skladu sa IEC 60068-2-30

Otpornost na vibracije

0.075 mm (f= 10...58,1 Hz) nije u radu u skladu sa IEC 60068-2-6
1 gn (f= 10...58,1 Hz) nije u radu u skladu sa IEC 60068-2-6
0.035 mm (f= 58,1...150 Hz) u radu u skladu sa IEC 60068-2-6
0.5 g (f=58,1...150 Hz) u radu u skladu sa IEC 60068-2-6

Otpornost na udare

15 gn (trajanje = 11 milisekundi) za nije u radu u skladu sa IEC 60068-2-27
5 gn (trajanje = 11 milisekundi) za u radu u skladu sa IEC 60068-2-27

Ip stepen zastite

Stepen zaprljanosti

IP20 u skladu sa IEC 60529 (prikljucci)
IP40 u skladu sa IEC 60529 (kuciste)
IP50 u skladu sa IEC 60529 (predniji panel)

3 u skladu sa IEC 60664-1
3 conforming to UL 508

Dielektri¢ni test napon

2,5 kV AC 50 Hz, 1 min u skladu sa IEC 60255-27

Pakovanje

Pakovanje 1 tezina 0,103 kg
Pakovanije 1 visina 0,250 dm
Pakovanje 1 Sirina 0,820 dm
Pakovanje 1 duzina 0,950 dm

Lifels On | Schneider
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Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 2
EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHS) [
Bez Zive Da
Informacije o RoHS izuzecima 2
RoHS regulativa za Kinu i)
Izjava o zastiti okolisa 7Y
Profil cirkularnosti i

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specifi€nim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Lifels®n | Schneider
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=421889567&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=421889567&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=421889567&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=421889567&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1504008EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1504008EN

