TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

RPZF2

podnozje za RPZ - mesSoviti kontakti - 16 A - <
250V - vij¢ani - za relej RXM2..

Dopunske informacije

Osnovne informacije

Grupa proizvoda Harmony Relay

Tip proizvoda ili Uti¢nica
komponente

Raspored klema Kombinovani

Kompatibilnost
proizvoda

Uti¢ni relej RPM sa 2 C/O kontakt

Oblik pina Ravni
Kratko ime uredaja RPZ

Prodaja po nedeljivim 10
koli¢inama

[ith] dozvoljena termicka struja u vazduhu

16 A

[ue] nazivni radni napon

<250V

Moment pritezanja

<1 N.m za M3.5

Nacin fiksiranja

Sa zavrtnjem bez matice (panel)
Clip-on (35 mm symmetrical DIN rail)

Oznacavanje CE
Sirina 30 mm
Masa proizvoda 0,054 kg

Okruzenje
Povezivanje - prikljucci

- vijéani priklju¢ni blokovi, fleksibilni kabl sa kablovskim zavr§etkom 1 x 0.5...2 x
1.5 mm?/ AWG 20...AWG 14
- vijéani priklju¢ni blokovi, jednoziéni kabl bez kablovskog zavrSetka 1 x 0.5...2 x
1.5 mm?/ AWG 20...AWG 12

Standardi IEC 61984
Sertifikacija proizvoda uL

CSA
Temperatura okoline za skladistenje -40...85 °C
Temperatura okoline za rad uredaja -40...55 °C
Ip stepen zastite IP20 u skladu sa EN/IEC 60529
Dielektri¢na snaga 2500 V
Pakovanje
Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 58 g
Pakovanje 1 visina 3cm
Pakovanje 1 Sirina 3cm
Pakovanje 1 duzina 1,5¢cm
Pakovanje 2 tezina 630g
Pakovanje 3 tezina 12,388 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Odrzivost ponude

Status odrzive ponude Green Premium proizvod

Propis REACh 7

REACh bez SVHC Da

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHs) E7

Bez toksi¢nih teskih metala Da

Bez zive Da

Informacije o RoHS izuzecima 7

RoHS regulativa za Kinu 7]

Izjava o zastiti okolisa 7

WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa

specifiénim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija

Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=648792&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=648792&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=648792&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=648792&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1511021EN

