TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS
RSL1PVBU

tanki relej montiran na vijéano podnozje sa
LED lampicom i zastitnim kolom, 24 V

Dopunske informacije

Osnovne informacije

Grupa proizvoda Harmony Relay
Ime serije Interfejs relej
Tip proizvoda ili Uti¢ni relej
komponente

Kratko ime uredaja RSL

Tip kontakata i sastav 1C/IO
Operacija kontakata Standardna
Napon upravljackog 24V DC

kola

[ithe] dozvoljena 6 A pri-40...55 °C
termicka struja u

ormanu

Statusne led lampice Sa

Oblik pina Ravni (PCB tip)

Nacin pri¢vrséivanja

Prosecan otpor

Plasti€nom oprugom za sabijanje
3390 Q mreza: DC pri 23 °C +/- 10 %

[ui] nazivni napon izolacije

250 V u skladu sa EN/IEC
277 V u skladu sa cUL

[uimp] nazivni podnosivi impulsni napon

6 kV u skladu sa IEC

Materijal kontakata

[ie] nazivna radna struja

Legura srebra (AgSn0O2)
6 A1 C/O (AC-1/DC-1) u skladu sa IEC/UL

Minimalna struja preklapanja 100 mA
Maksimalni napon preklapanja 277V
Napon preklapanja 12V
Maksimalna moc¢ preklapanja 1500 VA
150 W
Minimalna preklopna mo¢ 120 mW

Broj operacija

<= 72000 ciklusa/h bez optereéenja
<= 360 ciklusa/h pod optereéenjem

Mehanicka trajnost

10000000 ciklusa

Elektri¢na trajnost

60000 ciklusa za rezistivno opterecenje, 6 A pri 250 V, AC-1

Vreme uklju€enja/isklju¢enja 5 ms reset
12ms

Oznacavanje CE

Kategorija zastite RT Il

Test nivoi Nivo A

Radni polozaj Bilo koja pozicija

Visina 78,6 mm

Sirina 6,2 mm

Dubina 95 mm

Opis priklju¢aka iso n°1 (A1-A2)CO
(11-12-14)0C

Prodaja po nedeljivim koli¢inama 10

Masa proizvoda 0,029 kg

Struja optereéenja

6 A pri 250 V AC 0.5 mm udaljenost montaze
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi



Prosecna potro$nja u w 0,177 W, DC
Prag napona propada >=0.05Uc
Raspored klema Odvojeni

Povezivanje - prikljucci

Priklju€ci na zavrtanj, 1 x 0.2...1 x 2.5 mm? (AWG 24...AWG 14) fleksibilni sa
kablovskim zavrSetkom

Priklju€ci na zavrtanj, 1 x 0.2...1 x 2.5 mm? (AWG 24...AWG 14) jednozi¢ni bez
kablovskog zavrSetka

Moment pritezanja

Sigurnosni podaci o pouzdanosti

<0.5N.mza M2.5
B10d = 60000

Tip upravljanja

Bez tastera

Nosaci za montazu

35 mm simetri¢na DIN Sina

Prezentacija uredaja

Kompletan proizvod

Okruzenje

Naponski ulaz

24 V AC/DC (granica ulaznog napona: 21.6...28.8 V)

Dielektri¢na snaga

Standardi

1000 V AC izmedu kontakata
4000 V AC izmedu kalema i kontakta

CSA C22.2 No 14
UL 508
EN/IEC 61810-1

Sertifikacija proizvoda

UL
GOST
CSA

Temperatura okoline za skladistenje

-40...85°C

Otpornost na vibracije

Ip stepen zastite

10 gn, amplituda = +/- 1 mm (f = 10...150 Hz)10 ciklusa kada uredaj nije u radu u
skladu sa EN/IEC 60068-2-6

5 gn, amplituda = +/- 1 mm (f = 10...150 Hz)10 ciklusa u radu u skladu sa EN/IEC
60068-2-6

IP40 u skladu sa EN/IEC 60529

Otpornost na udare

10 gn (trajanje = 11 milisekundi) za u radu u skladu sa EN/IEC 60068-2-27
5 gn (trajanje = 11 milisekundi) za kada uredaj nije u radu u skladu sa EN/IEC
60068-2-27

Temperatura okoline za rad -40...55 °C
Pakovanje

Pakovanje 1 tezina 0,030 kg
Pakovanje 1 visina 0,070 dm
Pakovanje 1 §irina 0,800 dm
Pakovanje 1 duzina 0,970 dm

Odrzivost ponude

EU RoHS direktiva

Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU

RoHs) &'
Bez toksicnih teskih metala Da
Bez zive Da
Informacije o RoHS izuzecima 7]
RoHS regulativa za Kinu &
Izjava o zastiti okolisa 7
Profil cirkularnosti 7

WEEE

Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Ugovorna garancija

Garancija 18 meseci
2 Lifels Gn Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=267967910&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=267967910&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=267967910&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1405004EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1405004EN

