TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS
SSL1D101BD

solid state relej, uticni, ulaz 16-30 V DC, izlaz
1-48 V DC, 0.1A

Osnovne informacije

Grupa proizvoda Harmony Relay
chS Tip proizvoda ili Solid state relej
@“ c € komponente
Kratko ime uredaja SSL
SCI&"IE%IQFI': Broj faza mreze Monofazne
Dopunske informacije
Nosaci za montazu Uti¢nica
[in] nazivna struja 0,1A
Napon izlaza 1..48VDC
Napon upravljackog kola 16...30 V DC
Contacts type and configuration 1NO

Neuravnotezenost kapacitivnosti

1,5 pF ulaz/izlaz

Minimalni napon preklapanja

Maksimalni napon preklapanja

16 V DC turn-on
9V DC iskljuéenje

Ogranicenje struje ulaza

5 mA

Impedansa ulaza

3500 &

Tip tranzistorskog izlaza

DC prekidanje
Tranzistorski izlaz

Struja optereéenja 0,001...0,1 A
Tansient Overvoltage 60V DC
Maksimalna radna frekvencija 500 Hz
Udarna struja 0,3Aza10ms

Maksimalni pad napona

<1V uredaj u radu

Maksimalna struja curenja

0,001 mA izlaz nije aktivan

Vreme odziva

0.02 ms (ukljuéenje)
0.13 ms (iskljucenje)

Kategorija prenapona

Sirina 5mm
Visina 28 mm
Dubina 15 mm
Masa proizvoda 0,0041 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Otpornost na plamen

Dielektri¢na snaga

V0 u skladu sa UL 94
3750 V za ulaz/izlaz

Stepen zaprljanosti

2

Sertifikacija proizvoda REACH
RoHS
CSA
UL
Oznacavanje CE
Temperatura okoline za rad uredaja -20...80 °C
Temperatura okoline za skladistenje -20...85°C
Pakovanje
Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 5g
Pakovanje 1 visina 0,7 cm
Pakovanije 1 Sirina 2,5cm
Pakovanje 1 duzina 37 cm
Pakovanje 2 tezina 60g
Pakovanje 3 tezina 5,684 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

e

REACh bez SVHC

Da

EU RoHS direktiva

Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU

RoHS) B!
Bez toksicnih teskih metala Da
Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7
Izjava o zastiti okolisa 7]
Profil cirkularnosti &

Lifels On | Schneider
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=267287253&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=267287253&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=267287253&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=267287253&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1405004EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1405004EN

