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TehniCke karakteristike

proizvoda
Karakteristike

TM3DQ16RG
modul TM3 - 16 relejnih opruznih priklju¢aka

Osnovne informacije

Dopunske informacije
Broj digitalnih i/o

Grupa proizvoda

Modicon TM3

Tip proizvoda ili
komponente

Digitalni izlazni modul

Kompatibilnost grupe
proizvoda

Modicon M241
Modicon M251
Modicon M221
Modicon M262

Tip digitalnog izlaza

Relej normalno otvoren

Broj digitalnih izlaza

Logika digitalnog izlaza

16

Pozitivna ili negativna

Napon digitalnog izlaza

240V AC za relejni izlaz
30 V DC za relejni izlaz

Struja digitalnog izlaza

16

2000 mA za relejni izlaz

Potros$nja struje

0 mA pri 24 V DC putem bus konektora (u stanju OFF)
75 mA pri 24 V DC putem bus konektora (u stanju ON)

Vreme odziva

Mehanicka trajnost

10 ms (uklju¢enje)
5 ms (iskljuenje)

20000000 ciklusa

Minimalno optereéenje

10 mA pri 5V DC za relejni izlaz

Lokalna signalizacija

Status izlaza: 1 LED po kanalu (zelena)

Elektricna veza

Maksimalna duzina kabla izmedu dva uredaja

10 x 1.5 mm? odvojivi opruzni prikljuéak sa razmak 3.81 mm podeS$avanje za

izlaze

Neoklopljen kabl: <30 m za relejni izlaz

Izolacija Izmedu izlaza i interne elektronike pri 2300 V AC
Izmedu izlaza pri 750 V AC
Izmedu izlaznih grupa pri 1500 V AC
Oznacavanje CE

Drzaé za montazu

Top hat type TH35-15 rail conforming to IEC 60715
Top hat type TH35-7.5 rail conforming to IEC 60715
Plo¢a ili panel sa setom za montazu

Visina 90 mm

Dubina 84,6 mm
Sirina 27,4 mm
Masa proizvoda 0,145 kg

Okruzenje

Standardi

EN/IEC 61131-2
EN/IEC 61010-2-201

Sertifikacija proizvoda

CULus
C-Tick

Otpornost na elektrostati¢ko praznjenje

8 KV u vazduhu u skladu sa EN/IEC 61000-4-2
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4 kV na kontaktu u skladu sa EN/IEC 61000-4-2

10 V/IM 80 MHz...1 GHz u skladu sa EN/IEC 61000-4-3
3 V/IM 1.4 GHz...2 GHz u skladu sa EN/IEC 61000-4-3
1V/m 2 GHz...3 GHz u skladu sa EN/IEC 61000-4-3

30 A/m 50/60 Hz u skladu sa EN/IEC 61000-4-8
2 kV za izlazni relej u skladu sa EN/IEC 61000-4-4

Otpornost na elektromagnetna polja

Otpornost na magnetna polja

Otpornost na brze prelaze
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Podnosivi naponski udar 1 kV 1/O asimetri¢ni rezim u skladu sa EN/IEC 61000-4-5 DC

10 V 0.15...80 MHz u skladu sa EN/IEC 61000-4-6
3V frekvencija uzorka (2, 3, 4, 6.2, 8.2, 12.6, 16.5, 18.8, 22, 25 MHz) u skladu sa

Otpornost na emisije vezane sa vodovima,
indukovane em poljima

pomorska specifikacija (LR, ABS, DNV, GL)

Elektromagnetna emisija

Emisije vezane sa zracenjem - test nivo: 40 dBpuV/m QP klasa A 10 m) pri 30...
230 MHz u skladu sa EN/IEC 55011

Emisije vezane sa zraCenjem - test nivo: 47 dBpV/m QP klasa A 10 m) pri 230...
1000 MHz u skladu sa EN/IEC 55011

Temperatura okoline za rad

-10...35 °C vertikalne instalacije
-10...55 °C horizontalnu instalaciju

Temperatura okoline za skladiStenje

Relativna vlaznost

-25...70 °C

10...95 %, bez kondenzacije (u radu)
10...95 %, bez kondenzacije (skladistenje)

Ip stepen zastite

IP20 sa zastitnim poklopcem na mestu

Stepen zaprljanosti 2
Nadmorska visina za rad 0...2000 m
Nadmorska visina skladiStenja 0...3000 m

Otpornost na vibracije

3.5 mm pri 5...8,4 Hz na DIN Sina
3 gn pri 8,4...150 Hz na DIN Sina
3.5 mm pri 5...8,4 Hz na panel
3 gn pri 8,4...150 Hz na panel

Otpornost na udare

15 gn za 11 milisekundi

Pakovanje

Tip jedinice pakovanja 1 PCE

Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 2459
Pakovanje 1 visina 7,5cm
Pakovanje 1 Sirina 10,5 cm
Pakovanje 1 duzina 12,5¢cm
Pakovanje 2 tezina 15,106 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 7]

REACh bez SVHC Da

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHs) B

Bez toksi¢nih teskih metala Da

Bez Zive Da

Informacije o RoHS izuzecima 7

RoHS regulativa za Kinu 7

Izjava o zastiti okolisa 7]

Profil cirkularnosti &

WEEE Ovaj proizvod je na trzistima Evropske unije neophodno odloziti u skladu sa
specificnim smernicama za prikupljanje otpada i nikako ne sme da dospe u
kontejnere za otpatke.

Bez PVC Da
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=348994454&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=348994454&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=348994454&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=348994454&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1402009EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1402009EN

