EDELMAKS
XS1M18AB120

induktivni senzor XS1 M18 - D53mm - mesing -
Sn5mm - 12..24VDC - kabl 2m

TehniCke karakteristike

proizvoda
Karakteristike

Osnovne informacije

Dopunske informacije

Grupa proizvoda OsiSense XS
Ime serije Aplikacija
Tip senzora Induktivno blizinski senzor

Tip elektricnog kola

Analogni izlaz

Ime senzora XS1

Dizajn senzora Cilindricni M18
Veli¢ina 56 mm

Tip kucista Fiksno
Odobrenje za ugradnu Okloplien
montazu

Materijal Metal

Tip izlaznog signala Analogni
Tehnika ozi¢enja 2-ziéni

[sn] nazivna osetljivost 5mm
Funkcija digitalnog 1NC

izlaza

Tip izlaznog kola DC

Opseg analognog izlaza 4..20 mA
Elektrina veza Kablom
Duzina kabla 2m

[us] nazivni napon 12..24V DC

napajanja

Ip stepen zastite

IP67 conforming to IEC 60529

Tip navoja M18 x 1
Nagin detekcije Ceono
Materijal prednje strane PPS
Materijal kucista Poniklovan mesing
Zona operacije 0,5...5 mm
Ponoviljivost taénosti <=3% od Sr
Greska linearnosti +/- 2 mA
Sastav kabla 3 x 0.34 mm?
Materijal izolacije Zice PVR

Granice napona 10...36 V DC
Prekidacka frekvencija <= 500 Hz

Potrosnja struje

Maksimalni drift izlazne struje

4 mA bez opterecenja
10 %

Oznacavanje CE

Duzina navoja 44 mm
Visina 18 mm
Duzina 53 mm
Masa proizvoda 0,12 kg

Dec 7, 2020

Lifels®n | Schneider
LPEI

ectric

s
c
[

O

W

=
o

x
©

<

0
©
c
[0}
c
[}

£
g
(o}
C

0

=
(5]
[}
Q
2]
{9}

O

2
©
©
>
o
(o]

°
o
3

el

@
[s2]
o
[oN
=)
®

o
o
>

I
o
o
>
2
[
>
o
<
o
3
c
[
(5]
o
o
o

S
c
15}
£
=
a
=1
=)
©
ot
X
>
=
s}
=
o
o
a
@
©
N
©
°
°
s>
N
o
2
a
@
o
c
<
o
N
=3
1]
o
3
o
c
o
8
=
=
a
2
c
<
2
o
o
°
o
©
N
°
=
S
X
o
N
]
£
o
»
c
©
N
©
c
15}
£
©
N
)
°
=]
a
©
°
©
c
2,
f=
5}
£
<
c
2
c
ol
©
pul
=
9]
£
3
=
[<]
[s]

Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Sertifikacija proizvoda UL
CSA
Temperatura okoline za rad uredaja -25...70 °C
Pakovanje
Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 125¢g
Pakovanje 1 visina 4,1 cm
Pakovanje 1 Sirina 9,5¢cm
Pakovanje 1 duzina 13 cm
Pakovanje 2 teZina 125¢
Pakovanje 3 tezina 5,9 kg

Odrzivost ponude
Status odrzive ponude

Green Premium proizvod

Propis REACh 7

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHs) B’

Bez zive Da

Informacije o RoHS izuzecima 7

Izjava o zastiti okolisa 7y

Profil cirkularnosti 7]

Ugovorna garancija

Garancija 18 meseci

2 Lifels Gn Sclénﬁi[c!ﬁf


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=866526&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=866526&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=866526&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111006EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111004EN

