TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

XSTNO5SPA311LS01
induktivni senzor XS1 M5 - D29mm - nerdajuci
celik - Sn0.8mm - DC - M8

Dopunske informacije

Osnovne informacije

Grupa proizvoda

Ime serije

OsiSense XS
Opsta upotreba

Tip senzora

Induktivno blizinski senzor

Primena uredaja

Ime senzora X$1

Dizajn senzora Cilindriéni M5
Veli¢ina 29 mm

Tip kucista Fiksno
Odobrenje za ugradnu Okloplien

montazu

Materijal Nerdajuci celik
Tip izlaznog signala Digitalni
Tehnika ozi¢enja 3-Ziéni

[sn] nazivna osetljivost 0.8 mm
Funkcija digitalnog 1NO

izlaza

Tip izlaznog kola DC

Tip digitalnog izlaza PNP

Elektricna veza

Remote male connector M8, 3 pins

Tip navoja M5 x 0.5

Nagin detekcije Ceono

Materijal prednje strane PPS

Materijal kucista Nerdajuci celik 303
Zona operacije 0...0,6 mm

Statusne led lampice

Output state: 1 LED (yellow)
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Duzina navoja 29 mm
Duzina 29 mm
Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 52 g
Pakovanje 1 visina 4,5cm
Pakovanje 1 Sirina 8,2cm
Pakovanje 1 duzina 14,8 cm
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Odrzivost ponude

Status odrzive ponude Green Premium proizvod

Propis REACh 7

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHs) B

Bez Zive Da

Informacije o RoHS izuzecima 7y

Izjava o zastiti okolisa 7]

Profil cirkularnosti &

Ugovorna garancija

Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=867188&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=867188&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=867188&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111006EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111004EN

