TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS

XS2M12KP340D

induktivni senzor XS2 M12 - D66mm - mesing -

Sndmm - 12..24VDC - M12

Dopunske informacije

Osnovne informacije

Grupa proizvoda

OsiSense XS

Ime serije Opsta upotreba
Tip senzora Induktivno blizinski senzor
Ime senzora XS2

Dizajn senzora Cilindriéni M12
Veli¢ina 66 mm

Tip kucista Fiksno
Odobrenje za ugradnu Neoklopljen
montazu

Materijal Metal

Tip izlaznog signala Digitalni
Tehnika ozi¢enja 4-zi¢ni

[sn] nazivna osetljivost 4 mm

Funkcija digitalnog

1 NO ili 1 NC podesivo

izlaza
Tip izlaznog kola DC
Tip digitalnog izlaza PNP i NPN

Elektrina veza

Male connector M12, 4 pins

[us] nazivni napon
napajanja

12...24 V DC sa zastita od promene polariteta

Preklopna mo¢ u ma

<= 200 mA sa zastita od preopterecéenja i kratkog
spoja

Ip stepen zastite

IP67 conforming to IEC 60529

Tip navoja M12 x 1

Nadin detekcije Ceono

Materijal prednje strane PPS

Materijal kucista Poniklovan mesing
Zona operacije 0...3,2 mm

Razlika puta 1...15% od Sr

Statusne led lampice Izlazno stanje: 1 LED (Zuta)
Granice napona 10...36 V DC

Prekidacka frekvencija <= 5000 Hz

Maksimalni pad napona

<2.6 V (closed)

Potros$nja struje

0...10 mA bez opterec¢enja

Maksimalno kasnjenje prvog uklju¢enja

5 milisekundi

Maksimalno kasnjenje odgovora

Maksimalno kasnjenje oporavka

0,1 milisekundi

0,1 milisekundi

Oznacavanje CE
Duzina navoja 42 mm
Duzina 66 mm
Masa proizvoda 0,075 Kg
0,025 kg
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Sertifikacija proizvoda

Temperatura okoline za rad uredaja

CSA
UL

-25...70 °C

Temperatura okoline za skladistenje

-40...85°C

Otpornost na vibracije

25 gn amplituda = +/- 2 mm (f = 10...55 Hz) u skladu sa IEC 60068-2-6

Otpornost na udare

50 gn za 11 milisekundi u skladu sa IEC 60068-2-27

Pakovanje

Pakovanje 1 tezina 0,031 kg
Pakovanje 1 visina 0,410 dm
Pakovanije 1 Sirina 0,940 dm
Pakovanje 1 duzina 0,650 dm

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 7y

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHS) B!

Bez zive Da

Informacije o RoHS izuzecima 7]

Izjava o zastiti okolisa &

Profil cirkularnosti &

Ugovorna garancija

Garancija 18 meseci

2 Lifels On | Schneider

LElectric


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=868028&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=868028&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=868028&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111006EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111004EN

