EDELMAKS
XUB9APAWM12

fotoelektriéni senzor - XUB - polarizovan - 90° -
Sn2m-12..24VDC - M12

TehniCke karakteristike

proizvoda
Karakteristike

Dopunske informacije

Osnovne informacije

Grupa proizvoda

OsiSense XU

Ime serije Opsta upotreba monomodni
Tip elektronskog Fotoelektricni senzor
senzora

Ime senzora XUB

Dizajn senzora Cilindri¢ni M18

Sistem detekcije Polarizovano refleksno
Materijal Plastika

Linija detekcije 90° bo¢no

Tip izlaznog signala Digitalni

Tip kola napajanja DC

Tehnika ozi¢enja 3-ziéni

Tip digitalnog izlaza PNP

Funkcija digitalnog 1NO

izlaza

Elektricna veza

1 male connector M12, 4 pins

Specificne primene
proizvoda

Emisija

Crvena polarizovano refleksno

[sn] nazivna osetljivost

2 m polarised reflex need reflector XUZC50

Materijal ku¢ista

Materijal sociva

PBT
PMMA

Maksimalna udaljenost

3 m polarised reflex

Tip izlaza Tranzistorski
Dodatak na izlaz Bez
Materijal izolacije Zice PvR

Statusne led lampice

1 LED (zuta) za izlazno stanje
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.
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[us] nazivni napon 12...24 V DC with reverse polarity protection 23R
Granice napona 10...36 V DC g %
Preklopna mo¢ u ma <= 100 mA (zastita od preopterec¢enja i kratkog spoja) % ‘§
[=4 =
Frekvencija preklapanja <= 500 Hz 8 §
8 [
Maksimalni pad napona <1,5V (zatvoreno stanje) § @
BT} 2
Potros$nja struje 35 mA bez opterecenja § %
: P — - - TEE
Maksimalno kasnjenje prvog ukljuenja 15 milisekundi sf g
Maksimalno kasnjenje odgovora 1 milisekundi é E
Q
Maksimalno kasnjenje oporavka 1 milisekundi 5 §
E =
Podesavanje Bez podeSavanja osetljivosti é ‘i
Prenik 18 mm 232
cfe
DuZina 48 mm Seg
SES
Masa proizvoda 0,04 kg 28?2
> &=
258
2290
o -
13
283
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http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Sertifikacija proizvoda

Temperatura okoline za rad

UL
CSA
CE

-25...55°C

Temperatura okoline za skladistenje

-40...70 °C

Otpornost na vibracije

7 gn, amplituda = +/- 1.5 mm (f = 10...55 Hz) u skladu sa IEC 60068-2-6

Otpornost na udare

30 gn (trajanje = 11 milisekundi) u skladu sa IEC 60068-2-27

Ip stepen zastite

IP67 dvostruka izolacija u skladu sa IEC 60529
IP65 dvostruka izolacija u skladu sa IEC 60529
IP69K double insulation conforming to DIN 40050

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 teZina 349
Pakovanje 1 visina 6,4 cm
Pakovanje 1 §irina 9,4 cm
Pakovanje 1 duzina 4,4 cm
Pakovanije 2 tezina 997 g

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh 7

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHS) !

Bez Zive Da

Informacije o RoHS izuzecima 7

Izjava o zastiti okolisa 7]

Profil cirkularnosti 7

Ugovorna garancija

Garancija 18 meseci

Lifels On | Schneider
LElectric


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=873108&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=873108&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=873108&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111230EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111208EN

