EDELMAKS

Tehnicke karakteristike XUZC80

proizvoda dodatna oprema za senzor - reflektor - @ 80
Karakteristike mm

Osnovne informacije

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.
Dokumentacija nije namenjena da bude zamena za niti se moZe koristiti za odredivanje prikladnosti i pouzdanosti proizvoda za specifiénu krajnju primenu.

Duznost je korisnika odnosno integratora da izvrsi primerenu i sveobuhvatnu analizu rizika, procenu i proveru proizvoda u pogledu odgovarajuce specificne primene ili na¢ina kori¢enja.

Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Grupa proizvoda OsiSense XU
Pribor / posebna Pribor za senzor
kategorija
Pribor / posebni tip Reflektor
Pribor / posebna Standardni refleksni fotoelektri¢ni senzor
namena
Oblik reflektora Okrugli
Prodaja po nedeljivim 1
koli¢inama
Dopunske informacije
Dimenzije pribora @ 80 mm
Pakovanje
Pakovanje 1 tezina 0,031 kg
Pakovanje 1 visina 0,850 dm
Pakovanije 1 Sirina 0,090 dm
Pakovanje 1 duzina 0,850 dm
Odrzivost ponude
Status odrzive ponude Green Premium proizvod
Propis REACh 2
EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU
RoHs) [
Bez zive Da
Informacije o RoHS izuzecima i)
Izjava o zastiti okoliSa &
Profil cirkularnosti i
Ugovorna garancija
Garancija 18 meseci
Dec 7, 2020
Lifels On Sclénaeei(c!gf 1


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=877346&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=877346&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=877346&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111232EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI111207EN

