TehniCke karakteristike

proizvoda
Karakteristike

EDELMAKS
XVC6B2K

60mm svetlosna kolona CN montaza na bazu

Dopunske informacije

Osnovne informacije

Grupa proizvoda Harmony XVC6
Tip proizvoda ili Kompletno ozZi¢ena monolitna svetle¢a kolona
komponente
Tip baze svetleée 2 svetlece jedinice
kolone ili semafora
Zvugni signal Bez
Precnik za montiranje 60 mm
Ime komponente XVC
Svetlosni izvor LED steady red
LED trajna narandzasta
[us] nazivni napon 24V
Tip kola napajanja AC/DC

Materijal

Polikarbonat: svetlec¢a jedinica
ABS (akrilonitril-butadien-stiren): bazi
PBT + ABS (UL94HB): gornji poklopac

Montaza proizvoda Na bazi
Poprecni presek kabla 0,33 mm?
Awg mera (americki standard za precnik zice) AWG 22
Duzina kabla 850 mm
Oznacavanje CE

[uimp] nazivni napon impulsa 0,8 kV
Struja potro$nje 50 mA
Frekvencija treptanja 1Hz
Masa proizvoda 0,25 kg
Visina 160,8 mm
Okruzenje

Standardi EN/IEC 61000-6-2

EN/IEC 61000-6-3
EN/IEC 61000-6-4

Sertifikacija proizvoda UL
Tretman zastite TC
Temperatura okoline za skladistenje -35...70 °C
Temperatura okoline za rad uredaja -10...50 °C

Klasa zastite protiv elektricnog udara

Class Il conforming to EN/IEC 61140

Ip stepen zastite

IP54 instalaciji na ravnu povrsinu u skladu sa EN/IEC 60529

Pakovanje

Pakovanje 1 tezina 0,441 kg
Pakovanje 1 visina 0,870 dm
Pakovanje 1 Sirina 0,870 dm
Pakovanje 1 duzina 5,050 dm
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi



Odrzivost ponude

EU RoHS direktiva Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU

RoHs) B
Bez Zive Da
Informacije o RoHS izuzecima 7]
RoHS regulativa za Kinu &
Izjava o zastiti okolisa 7
Profil cirkularnosti 7
Ugovorna garancija
Garancija 18 meseci
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=729413&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=729413&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=729413&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1904008EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1904008EN

