TehniCke karakteristike

proizvoda
Karakteristike

ZB5FW363

EDELMAKS

ugradni plavi poklopac svetlece glave tastera
sa integrisanim LED-om

Osnovne informacije

Grupa proizvoda

Tip proizvoda ili
komponente

Harmony XB5

Glava za svetleéi taster

Kratko ime uredaja

ZB5

Kompatibilnost
proizvoda

Integrisan LED

Materijal podnozja

Tamno siva plastika

Prec¢nik za montiranje 30 mm
Prodaja po nedeljivim 1
koli¢inama

Tip glave Ugradeno
Oblik glave signalne Okrugla

jedinice

Tip glave uredaja

Sa povratkom

Profil glave uredaja

Plava udubljena, neoznaceno

Dodatne informacije o

Sa glatkim socivima

glavi uredaja
Dopunske informacije
Cad ukupna Sirina 37 mm
Cad ukupna visina 37 mm
Cad ukupna dubina 30 mm
Masa proizvoda 0,017 kg

Otpornost na uredaj za pranje pod pritiskom

7000000 Pa at 55 °C, distance : 0.1 m

Mehanicka trajnost

Glavna grupa

10000000 ciklusa

Svetledi taster

Grupa proizvoda

Udubljena sa povratkom integrisana LED

Boja kapica/glave ili soCiva Plava
Oznaka Neoznaceno
Kod M1 za <6 kontakti koristeéi jednostruke blokove u prednja ugradnja sa integrisan

LED

M2 za <6 kontakti koristeéi jednostruke i dvostruke blokove u prednja ugradnja sa

integrisan LED

M6 za <2 kontakti koristeéi jednostruke blokove u prednja ugradnja sa integrisan

LED i transformator

M10 za <2 kontakti koriste¢i jednostruke blokove u prednja ugradnja sa

integrisan LED

MF1 za <2 kontakti koriste¢i jednostruke blokove u prednja ugradnja sa integrisan

LED

Prezentacija uredaja

Osnovni element
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Ni Schneider Electric Industries SAS ni njegova povezana ili zavisna drustva necée snositi odgovornost za zloupotrebu ovdenavedenih informacija.

Informacije navedene u ovoj dokumentaciji predstavljaju opsti opis odnosno tehnicke karakteristike performansi proizvoda.

Duznost je korisnika odnosno integratora da izvr$i primerenu i sveobuhvatnu analizu rizi


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Okruzenje

Tretman zastite

Temperatura okoline za skladistenje

TC
-40...70 °C

Temperatura okoline za rad uredaja

-40...70 °C

Kategorija prenapona

Class Il conforming to IEC 60536

Ip stepen zastite

IP66 conforming to IEC 60529
P67

IP69

IP69K

Nema stepen zastite

NEMA 13
NEMA 4X

Ik stepen zastite

IKO3 conforming to EN 50102

Standardi

Sertifikacija proizvoda

EN/IEC 60947-5-1
GB 14048.5

CSA C22.2 No 14
UL 508

JIS C8201-5-1
EN/IEC 60947-1
EN/IEC 60947-5-4
JIS C8201-1

UL odobrenje

DNV

RINA

GL

BV

CSA

LROS (Lloyds register of shipping)

Otpornost na vibracije

5 gn (f= 2...500 Hz) conforming to IEC 60068-2-6

Otpornost na udare

30 gn (duration = 18 ms) for half sine wave acceleration conforming to IEC
60068-2-27
50 gn (duration = 11 ms) for half sine wave acceleration conforming to IEC
60068-2-27

Pakovanje

Tip jedinice pakovanja 1 PCE
Broj jedinica u pakovanju 1 1
Pakovanje 1 tezina 289
Pakovanje 1 visina 4,3cm
Pakovanje 1 Sirina 5,2cm
Pakovanje 1 duzina 5,6 cm
Pakovanje 2 tezina 1,258 kg

Odrzivost ponude

Status odrzive ponude

Green Premium proizvod

Propis REACh

B

REACh bez SVHC

Da

EU RoHS direktiva

Proaktivna usaglasenost (proizvod nije u zakonskom okviru direktive EU

RoHs) &'
Bez toksicnih teskih metala Da
Bez Zive Da
Informacije o RoHS izuzecima 7
RoHS regulativa za Kinu 7]
Izjava o zastiti okolisa &
Profil cirkularnosti &
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=460293568&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=460293568&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=460293568&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=460293568&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1710010EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1710010EN

