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Tehničke karakteristike
proizvoda
Karakteristike

ZCKD06
glava graničnog prekidača ZCKD - mačji brk

Osnovne informacije
Grupa proizvoda OsiSense XC
Ime serije Standardni format
Tip proizvoda ili
komponente

Glava graničnog prekidača

Kratko ime uređaja ZCKD
Tip glave Glava za više smerova
Kompatibilnost
proizvoda

XCKL
XCKM
XCKS

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Pridruženo telo ZCKLD39H7
ZCKL5
ZCKLD31
ZCKS7H29
ZCKM7H29
ZCKL5H7
ZCKM7H7
ZCKMD31
ZCKLD39
ZCKS9
ZCKM5
ZCKMD31H7
ZCKM5H29
ZCKSD35H29
ZCKL6
ZCKMD39H7
ZCKMD39
ZCKS1H29
ZCKM1
ZCKLD37H7
ZCKS6
ZCKS6H29
ZCKMD37H29
ZCKM7
ZCKMD35H29
ZCKS5
ZCKM8H29
ZCKM1H7
ZCKS8H29
ZCKL8H7
ZCKSD37H29
ZCKS2
ZCKS5H29
ZCKS1
ZCKM8
ZCKM6H7
ZCKL6H7
ZCKS9H29
ZCKSD39
ZCKM9H29
ZCKMD31H29
ZCKL1H7
ZCKS8
ZCKMD35
ZCKMD39H29
ZCKMD37H7
ZCKMD37
ZCKSD31H29
ZCKM6H29
ZCKLD31H7
ZCKLD35H7
ZCKSD39H29
ZCKLD37
ZCKL7
ZCKM6
ZCKM9
ZCKS7
ZCKS2H29
ZCKMD35H7
ZCKL8
ZCKSD31
ZCKM5H7
ZCKM8H7
ZCKL1
ZCKSD37
ZCKM1H29
ZCKLD35
ZCKL7H7
ZCKSD35

Kretanje glave Više smerova
Tip glave uređaja Mačji brk sa povratkom metal
Tip prilaza Multi-directional approach

Dopunske informacije
Aktiviranje prekidača Sa bilo kojim pokretnim delom
Pozitivno otvaranje Bez
Materijal glave Metal
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Okruženje
Temperatura okoline za rad uređaja -25…70 °C
Temperatura okoline za skladištenje -40…70 °C
Karakteristike životne sredine Standardna sredina

Pakovanje
Pakovanje 1 težina 0,046 kg
Pakovanje 1 visina 0,330 dm
Pakovanje 1 širina 0,650 dm
Pakovanje 1 dužina 2,200 dm

Održivost ponude
Status održive ponude Green Premium proizvod
Propis REACh REACh Deklaracija
EU RoHS direktiva Proaktivna usaglašenost (proizvod nije u zakonskom okviru direktive EU

RoHS) EU RoHS deklaracija
Bez žive Da
Informacije o RoHS izuzecima Da
Izjava o zaštiti okoliša Profil Ekološke Prihvatljivosti Proizvoda

Ugovorna garancija
Garancija 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=879228&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879228&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879228&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110614EN

